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Photonic Analog to Digital Converters 

 
Summary 

 
Analog to digital converters (ADCs) are an essential link between analog sensor systems, 

such as RADAR, EW and SIGINT, and high-speed digital signal processing systems in 
providing global information access to the warfighter.  Military utilization of high performance 
analog to digital converter technology is diverse, spanning a wide range of sample rate and bit 
resolution values. At one extreme there are devices having higher bit counts with lower sample 
rate, which offer superior signal-to-noise ratio (SNR) and spurious-free dynamic range (SFDR), 
but are limited in overall bandwidth. At the other end are ADCs that have very high sample rates 
and wide bandwidths, but with a corresponding reduction in both bit resolution and dynamic 
range. Electronic ADCs, photonic ADCs and combined opto-electronic ADCs each address 
various portions of the dynamic range, sample rate and bandwidth parameter space.    

Electronic ADC technology has evolved and will continue to provide higher sample rates 
and bit resolution, but progress in advancing the electronic ADC modules has been slow, due in 
large part to the difficulties in fabricating the complex electronic circuitry required for very high 
resolution, and high sampling rate converters.  Roughly 6-8 years is required for each bit of 
electronic improvement(1); future war fighting capabilities could be severely compromised unless 
dramatic improvement in ADC modules is made.   

The photonic and opto-electronic ADCs have several key advantages, which include 
more precise sampling times, narrower sampling apertures, and the ability to sample without 
contaminating the incident signal. They also have the potential to improve on the sample rate and 
bandwidth performance in present ADCs that operate up to the 8 bit range. There were 
significant challenges to be overcome in developing photonic ADC architectures with the 
associated components, as well as making them compact, efficient, and environmentally stable. 
The progress toward those goals in the course of this work has justified the efforts, and the risks, 
that were required to pursue it. 

The photonic ADC team was awarded US Patent # 6,326910 on 4 December 2001 for the 
design of a low power, passive, photonic ADC quantizer based on saturable absorbers. The basic 
components of this ADC may be integrated on a single substrate using integrated electro-optic 
techniques.  These devices include the mode-locked laser, electro-absorption modulator, and a 
quantization mechanism. The passive nature of this architecture makes it well suited for 
applications requiring low power components.  As in electronic flash ADC systems, the total 
number of quantizers  required is equal to 2N –1, where N is the number of bits of resolution.   

The photonic ADC team collaborated with photonic and electronic experts in academia 
and industry to develop a viable solution.  These partnerships allowed the ADC ideas in the 
patent to be explored with applications geared toward the ultrafast, compact, and accurate 
receivers needed for the data acquisition in the next generation war fighter.  Figure 1 depicts how 
the photonic ADC program was structured, and this document addresses each spoke in the 
wagon wheel diagram. 
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Figure 1.  Photonic ADC program extends beyond the focus of an architecture.  Emphasis is placed on each 
technical area depicted in the blue bubbles. 
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Chapter 1. Introduction 

 
 

The Photonic ADC program directly applied to sensor technologies such as Force 
Protection Sensors, Intelligence, Surveillance and Reconnaissance (ISR) Management, and 
Combat ID (air and surface).  Photonic ADCs also applied to other technologies, but for 
conciseness, attention was confined to the examples provided in this document.  

It is the Air Force’s (AF) plan to ultimately have a “Sensor Craft” capable of multiple 
functionalities that provides 360o continuous large area coverage with links to ground, air and 
space. Some of the functions that meet the above mentioned sensor technologies (but not limited 
to) include Electronic Warfare (EW) with operation range of 8-14 GHz, Electronic Support 
Measures (ESM) with operation range of 2-18 GHz, Synthetic Aperture Radar (SAR) with 
operation range of  7-11 GHz, Ground Moving Target Identification (GMTI) with operating 
range of  7-11 GHz, and Air Moving Target Identification (AMTI) with 2.8-3.4 GHz for air 
detection and 1.2-1.4 GHz for space detection. Airborne moving target detection requires a 100-
1000 times higher power aperture than GMTI. Current platforms that include some of these 
technologies are in Table 1-1. Sensor Craft is based on the need for integrated and interactive 
ISR to support dynamically changing combat operations. 
 

Table 1-1. Current platforms that include various technologies. 
Platform            Technology Function 
AWACS (AF, NATO)                   ESM(3), (GMTI, AMTI)(4,5) 

Prowler (Navy)                    EW(6,7) 
Compass Call (AF)      EW(4,6,7) 

Rivet Joint (AF)                    (EW/ELINT)(4) 

U2 (AF)                     (EO, SIGINT, SAR, GMTI*)(8,9) 

Global Hawk (AF)       (SAR, GMTI, AMTI*)(8) 

Joint Surveillance and Target Attack Radar System (JSTARS)  (SAR, GMTI)(4,8) 

Joint Strike Fighter (JSF)                   (ESM,(EW,(GMTI,AMTI)(10))(11))(12) 

Discoverer II (DII) (AF, NRO, DARPA)                 (SAR, GMTI, AMTI)(13) 

*with Active Electronically Steered Array (AESA) upgrades 
 
 

These sensor technologies are better understood when it is clear what the warfighters’ 
needs are and what enabling technologies provide the capabilities to fit these needs.  For 
instance, in the Force Protection Sensors area, the warfighter needs improved countermeasures 
against an RF threat, and one of the enabling technologies that helps meet this need is a state-of-
the-art digital receiver. Modern digital receivers aid in robust self protection against modern 
threat radars by analyzing received signals faster and more accurately and in turn provide 
necessary information to jammers against these threat radars. As always, newer receiver 
technology must also have reduced size, weight, power and cost.  

Another example is Multi-integrated Sensors for Persistent (MISP) ISR technology. The 
warfighter needs positive identification of air and ground targets, detection and warning of an RF 
threat, as well as improved target intelligence.  The digital receiver must be able to detect, track 
and identify the RF signal in all weather conditions and with high confidence quickly and 
accurately.  A lesson learned in Kosovo was that mobile targets were effectively hidden by 
foliage, caves and cloud cover(14), so improved sensors are needed to penetrate these 
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concealments.  The third example, which is related to Combat ID as well as ISR management, is 
the warfighters need to reduce the susceptibility of detection by enemy ground, air and space RF 
sensors.  Once again, enhanced digital receivers are required to meet these needs. Receivers need 
to provide the capability of collecting information from simultaneous RF frequencies and must 
be able to analyze quickly and precisely the information being tracked and targeted in order to 
reduce vulnerability.   

Enhanced digital receivers would enable many other sensor-based technologies that are 
too numerous to elaborate on in this report.  However, an example worth describing is the 
concept of Space-Based Sensing and the “Connected Battlespace”.  Secretary of the Air Force 
James Roche and Chief of Staff Gen. John Jumper made a statement to Congress on the FY03 
Budget, “[The AF] is focusing on the horizontal integration of our manned, unmanned, and space 
assets in order to provide real time actionable, exploitable, intelligence to our commanders”(15).  
This statement reinforces that the warfighter needs undeniable all weather surveillance with rapid 
global revisit while the battlefield commander needs near real time information. Again digital 
receivers can help meet these needs by enabling the processing of received information in space 
with precision in minutes.  This enhanced capability provides rapid satellite revisitation and 
provides near real time access to theater commanders as well as rapid battlefield status beyond 
the theater.  Interaction with other systems such as unmanned air vehicles (UAVs) is now 
possible.  A “Deep Look” from space using periodic sampling occurs with the space-based 
Discoverer II (DII) platform and currently revisits every 15 minutes(13). A goal of Sensor Craft is 
to provide continuous coverage complementing DII.  

Analog-to-digital converters are critical components in the development of advanced 
digital receivers.  Wide bandwidth and high resolution ADCs will allow direct quantization of 
the sensor signal at RF frequencies, thereby eliminating the need for analog down conversion 
stages.  Direct conversion also allows the ADC to be placed closer to the antenna front end. With 
the digital interface closer to the sensor/antenna in military receivers, costly temperature 
sensitive components that introduce distortions and require considerable calibration will be 
reduced(16-18).  Increased digital content also increases flexibility and functionality because the 
suppression of signals can be significantly enhanced through digital filtering and beam forming 

(16-18).  
Current wide bandwidth receivers must go through at least a single down conversion 

process so that the RF signal can be processed by the ADC at baseband data rates. Electronic 
ADCs, therefore, create a bottleneck in digital receivers. For example, an X-band receiver, with 
4 GHz of bandwidth centered at 10 GHz, requires a mixer stage with a local oscillator, a 
bandpass filter, a phase shifter, a low pass filter and finally an ADC. Though this type of receiver 
has a single down conversion stage, an enormous improvement over older receivers with double 
down conversion stages, there is still a large number of analog components, which leads to 
reliability and power consumption issues.  

Research in photonics and electronics is needed to surpass existing electronic ADC 
limitations, which are discussed in depth in Chapter 2, “Electronic ADC Architectures”. 
Photonics is by nature wideband (THz) and lightweight making it is well suited for high-speed 
signal conversion. Specifically, photonic ADCs have the advantage of precise sampling times, 
narrow optical sampling apertures, and the ability to sample without contaminating the incident 
signal. Signal sampling with optical pulses could eliminate the need for a sample and hold 
circuit, a performance limiting component in conventional high speed ADCs(19). These factors 
make photonic ADCs a promising fit in digital receiver systems. 
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DARPA recognized the potential benefits of photonics for signal conversion and started 
the four year Photonic A/D Converter Technology (PACT) program in 1999. The program had 
aggressive goals which far surpass current state-of-the-art electronic ADC performance. The 
primary goal entailed a sample rate of 10 GS/s for 5 GHz instantaneous bandwidth (BW) with 12 
to 14 bits of resolution. A secondary goal was a sampling rate of 100 GS/s with 50 GHz of 
instantaneous bandwidth with 4 bits of resolution.  SNDP leveraged the DARPA program to 
build an in-house Photonic ADC Program primarily focused on addressing AF warfighter needs. 
SNDP’s architecture was distinct from the others developed under the PACT Program, as is 
clearly shown in the documented comparison to two other photonic alternatives discussed in 
Chapter 3.  

The physical dimensions of systems and subsystems in Air Force platforms can not be 
overlooked, as it determines the practicality of photonic ADCs.  Photonic ADCs must have a 
maximum footprint of approximately 2 inches by 2 inches in keeping with the traditional space 
requirements of electronic ADCs. By imagining conceptually a 2-D conformal antenna placed on 
an aircraft wing, one can envision the tight size constraints of future digital receivers. The 
requirement that two entire receivers, such as a UHF (0.3-3.0 GHz BW) and an X-band receiver, 
both fit in the wing dictates the compact size of a photonic ADC. Most wing based 
antenna/receiver modules are located on the trailing edge of the wing, especially at low 
frequencies such as UHF where the antenna size tends to be large.   Higher frequencies like X-
band can be in the nose or the belly of the craft since these antennas are smaller in size.  
However, this further necessitates small receiver modules for them to reside in the nose or belly 
regions. The concept of conformally integrating low frequency and high frequency applications 
can be employed in platforms such as an advanced Global Hawk design, and it is certainly part 
of Sensor Craft because conformal designs can provide large angular coverage over an examined 
area. 

SNDP’s in-house flash photonic ADC architecture and the overall program are explained 
in the remaining sections of this document. This program was not directly supported by DARPA, 
but the DARPA PACT goals were appreciated by SNDP team members, and those goals pushed 
the state-of-art ADC technology well beyond the traditional electronic limits. Though the in-
house team considered working towards the PACT goals, Air Force specifications and needs 
were primary goals. Through the PACT program, members of SNDP’s in-house ADC team 
made contact with several contractors in the PACT program and established productive working 
relationships and collaborations.  

 The Photonic ADC Program was specifically geared to address the Air Force 
warfighters’ needs. Changes were made to original ideas, both technically and programmatically, 
due to simulations and experimental findings. Based on these a design plan was formulated that 
led to a working integrated photonic ADC. The significant discoveries made in the course of that 
work are detailed in this report, though the program ended before an integrated photonic ADC 
could be achieved.  

The photonic ADC architecture used as a general photonic ADC, including the SNDP 
system, is represented in Figure 1-1. The primary photonic components, and keys to its success, 
are the mode-locked laser, the electro-optic modulator, and the quantizer.  The quantization 
scheme is the subsystem that had many alternative approaches.  The specifications for all of 
these components were highly specialized, and in general not commercially available.   
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Figure 1-1. Photonic analog to digital converter block diagram. 
 
A primary element of this program was focused on quantization using saturable absorbers 

(SAs). Modeling, fabricating and testing of saturable absorbers was performed, and the structures 
were examined in surface normal configurations initially and later within etalons in both surface 
normal orientations and waveguide structures. This was done in-house and through partnerships 
with the University of Rochester and Sarnoff Corp. The saturable absorbers were used to provide 
the “dynamic ranging” in the quantization mechanism, and the operation of these structures is 
explained in Chapter 3.  

An opto-electronics (O/E) module followed the saturable absorbers.  This module was 
developed through industry collaboration with Discovery Semiconductors and the MAYO 
Foundation, and it is typically referred to as the “back-end” electronics. The staff at Discovery 
Semiconductors includes leading experts in InP detectors on speed, linearity, and optical power 
handling.  The Mayo Foundation, more specifically, the Special Purpose Processor Development 
Group (SPPDG), is a nonprofit group that performs state-of-the-art electronics and signal 
processor research. They are an unbiased, neutral party technology developer who is not viewed 
as competitive by corporations. This allowed true partnering for advancing the technology.  

The conceptual O/E module included a photodiode, a photonic integrate and reset circuit, 
and an electronic comparator. The O/E module essentially converted the optical signal back to an 
electronic signal.  The output electronic signal following the comparator was in traditional digital 
format suitable for further signal processing. Information on this subject can be found in Sensors 
AFRL technical report entitled, “Development of High Performance Electronics and Optical-To-
Electrical Advanced Circuitry for Photonic Analog-To-Digital Converters”(20). 

Also in collaboration with industry and academia, one concentration was on electro-
absorption modulators (EAMs) rather than Mach-Zehnder modulators because of their size, 
weight and material compatibility in InP.  Incorporating EAM modulators would allow 
integration of the saturable absorbers with photodiodes and InP based electronics that may form 
the remaining components of the ADC architecture. EAMs are presented in Chapter 4, “Electro-
absorption Modulators”.  
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A fourth goal of this in-house program was to construct an environmentally stable, 
compact laser source with timing jitter of less than 10 fs over an integration interval of 10 Hz-5 
MHz.  The first system, a contractual effort with the University of Central Florida (UCF) School 
of Optics (Center for Research in Electro-Optics and Lasers), was based on a semiconductor 
laser diode placed within an external cavity.  The second system, which built upon SNDP’s past 
experience in fiber lasers, was a coupled opto-electronic oscillator (COEO) which eliminated the 
need for an expensive, large, heavy RF source to provide the mode-locking. Additional 
investigations included high concentration Er-doped fibers and an Er-doped waveguide as gain 
media. A discussion on various laser performances is provided in Chapter 5, “Mode-Locked 
Lasers”.  

Chapter 6 concludes the report with a summary of the in-house approach, a discussion of 
its limitations, and recommendations for related future work. This chapter is followed by a series 
of Appendices that provide the various computer routines used in the experimental portions of 
this in-house program. 
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Chapter 2. Electronic ADC Overview 
 
 

Pushing the performance of ADCs is challenging due to the limits of noise, device 
matching and integration density.  Sampling speed tends to be limited by transistor speed and 
interconnect parasitics(21) and in switched capacitor techniques by the settling time of op 
amps(22). The effective number of bits (ENOB) is inversely related to the sample rate. The 
distribution of resolution versus sampling rate has become know as the “The Walden Wall”, 
shown in Figure 2-1, and it provides insight into ADC performance limitations(1,2). 

The theoretical, RMS noise is caused by the quantization error of the ideal converter. The 
quantization error in an ADC occurs because each output conversion code can occur across a 
small range of the input voltage signal, hence the error. The difference between stated resolution, 
or ENOB, and SNR bits for a given ADC indicates the degradation in SNR due to all other error 
sources and exhibits this difference with a degradation of approximately 1.5 bits for a given 
sampling rate(1). Ideally, the Signal-to-Noise Ratio (SNR) of a converter is equal to  

                                                      SNRdB=6.02n + 1.76 dB,                                                     (2-1) 

                                             And so SNR bits =(SNRdB-1.76)/6.02                                          (2-2) 

where n is equal to the number of converter bits and is required over the full operational 
bandwidth. In Figure 2-1 the y-axis is labeled as SNR bits.  

From the chart for sampling rates below 7 Ms/s, resolution appears to be limited by 
thermal noise. At sampling rates ranging from ~ 7 Ms/s to ~ 4 Gs/s, resolution is attributed to 
uncertainty in the sampling instant due to aperture jitter. The speed of the device technology is 
also a limiting factor for ADC’s operating faster than a 4 Gs/s rate due to comparator ambiguity. 
In attempts to push back these limits, many ADC architectures and integrated circuit 
technologies have been proposed and implemented through the years. In recent years the trend 
toward single-chip ADCs brought lower power dissipation. The Walden Wall illustrates a 
downward trend; as ADCs advance in sampling speeds, the resolution decreases. It takes 
approximately 6-8 years for an ADC in development to increase one bit at a particular set sample 
rate(1).   
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Figure 2-1. Walden Wall with electronic limitations(1,2). 
 

 Various types of ADC and their applications are in the following table: 
Table 2-1. Matrix of ADC’s and Their Applications (23,24). 

 

 
Many factors and loss mechanisms affect ADC performance. As Taylor(19) explains 

quantization error found in all ADCs results from the fact that the coder output can take on only 
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a finite number of discrete values, while analog signals vary continuously. The maximum 
quantization error is given by ∆V/2, and the root-mean-square quantizing error is  

  
      €rms = 0.289∆V.         (2-3) 
 
Other common sources of errors are associated with the circuitry. These include drift in the 
sample-and-hold output and noise in the coding circuits. 

Aside from quantization noise, Walden explains further that three mechanisms limit the 
SNR: thermal noise, aperture uncertainty, and comparator ambiguity(1). In SNR-bits, B, the 
associated maximum achievable resolutions, can be calculated by the following equations: 
 
thermal noise:              

1
6

log
2/1

−⎟
⎟
⎠

⎞
⎜
⎜
⎝

⎛
=

sampeff
thermal fkTR

VB  

 
 
aperture uncertainty:                     

( ) 1
3

2log −⎟
⎟
⎠

⎞
⎜
⎜
⎝

⎛
=

asamp
aperture f

B
τπ

 

 
 
comparator ambiguity: 

1.1
93.6

−⎟
⎟
⎠

⎞
⎜
⎜
⎝

⎛
=

asamp
ambiguity f

fTB
τ

π  

 
 
 
Where Reff, rms aperture jitter is denoted as τa, and fsamp is the sampling frequency. 

The ultimate limit to ADCs is estimated using the Heisenberg uncertainty principle. 
Using the equation tE∆∆  > h/2π , where E∆  is the energy of the smallest resolvable signal (1/2 
Least Significant Bit (LSB)), and t∆   is half the sampling period (T/2), and h is Planck’s 
constant. Assuming a 1 V peak-to-peak input signal and a 50 Ω impedance, the Heisenberg limit 
yields 12 bits at 840 GS/s. This limit is ~ 4 orders of magnitude beyond the state-of-the-art which 
is currently aperture jitter limited. Though there may be other limiting factors beyond aperture 
jitter and the uncertainty principle, it is essential to first develop a thorough understanding of 
aperture jitter(1). 

Low noise designs that achieve less than 0.5 ps of aperture uncertainty and/or 
technologies with cutoff frequencies (fT) >>50GHz are required to further advance the state-of-
the-art. Experimental heterojunction bipolar transistor (HBT) and high electron mobility 
transistor (HEMT) integrated circuit (IC) technologies have been reported for devices with fT and 
maximum oscillating frequency (fmax) ranging from 150 GHz to 260 GHz(25-29). An InP/InGaAs 
and an InAlAs/InGaAs HBT were reported to have a fT of 186 GHz(29) and an fmax of 236 
GHz(28),.  In contrast to GaAs based devices, the InP based devices show lower breakdown 

(2-4) 

(2-5) 

(2-6) 
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voltages due to the InGaAs collector(27), and InP based HEMT was shown to be the most 
promising approach(26). 

The fastest ADCs use parallel techniques such as flash architectures. Most of these 
converters have been fabricated in silicon, while a few have been realized in GaAs and InP. The 
fastest flash ADC reported (at the time of this program) was an InP HBT developed by HRL,(30) 

which provided 3 bit resolution and sampled at 20 GS/s.  
A flash architecture typically uses 2N-1 comparators, and flash converters often include 

one or two additional comparators to measure overflow conditions. All comparators sample the 
analog input voltage simultaneously, so the number of comparators grows exponentially with N, 
making it difficult to achieve high resolution, while separate adjacent voltage reference levels 
grows smaller exponentially. This is a major drawback of flash architectures since accuracy is 
dependent on comparator offset voltage and full scale range (FSR) of the input signal. 
Comparator offset voltages have to be smaller than ½ the least significant bit (LSB) which 
implies that 1 LSB = FSR/2N (21). Also, these architectures usually have high power dissipation 
due to the large number of integrated circuits required. Folded-flash and pipeline architectures 
have overcome the resolution (< 8 bit) problem while achieving GS/s rates. Time interleaving 
approaches also obtain high speed conversion, but have approximately an order of magnitude 
higher power dissipation. 

Sigma-delta (Σ∆) modulation combined with digital decimation filtering is an approach 
that trades speed for resolution(18,22,23,31,32) and requires few analog components. In Σ∆ 
conversion the analog input signal is oversampled, so the quantization noise in the lower portions 
of the spectrum relative to the Σ∆ clock frequency is suppressed through integration and 
feedback. The problem is that RF applications require speed from the IC technology that is 
difficult to achieve. An InP HBT second-order modulator with a sampling rate of 3.2 Gs/s and an 
over-sampling ratio of 32 yielding a Nyquist rate of 100 Ms/s was reported by HRL(32).  In 
Σ∆ technology it is also useful to constrain the digitized bandpass characteristics to be 
narrowband at each frequency in the spectrum of the signal(18,33,34). Furthermore, the center 
frequency of the converter must then be tunable. Subsequently two bandpass Σ∆ modulators 
reported with a 60 MHz center frequency(18) and an 800 MHz center frequency(34) both sampled 
at 4 GHz were the fastest bandpass modulators built within the duration of this program.  

Another tradeoff in ADC performance involves power dissipation (Pdis), since the highest 
performing converters generally dissipate the most power. A convenient way to include this in 
the performance comparison is with the use of a figure of merit, F, where 

 
F = 2SNRbits x fsamp/Pdis.         (2-7) 

 
On average ADCs had values of F < 7.9 x 1010 (1). The following two examples represent current 
state-of-the-art performance corresponding to a value of F less than this with aperture jitter of ~ 2 
ps. The first ADC operated at 13 SNR-bits, 10 Ms/s, 1.1 W, and the second at 7 SNR-bits, 1 
Gs/s, 1.75 W. GaAs based HBTs, with superior electron transport properties and low 
base/emitter turn on voltages, are attractive for their high frequency range and low power 
dissipation in IC applications(27), yet the highest reported F, 6.6 x 1013, was observed in a 
superconducting ADC(1). 

Engineers in the electronic domain hope to improve electronic ADC performance with 
antimonide (Sb) and gallium nitride (GaN) based material systems. These material systems may 
also benefit photonic architectures.  Antimonides have a low bandgap (~ 0.3 eV) and higher 
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electron mobility than silicon (Si), gallium arsenide (GaAs), and InP. This translates to lower 
power consumption. Potential electronic progress beyond the Walden Wall limitations should not 
deter research in the Photonic ADC arena.   
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Chapter 3.  Photonic ADC Architectures 
 
 
3.1 Highlights of Photonic ADCs Offered by DARPA /PACT 

 
Before the in-house ADC team could attempt to meet the needs of AF users with a 

photonic ADC which far exceeded electronic state-of the-art performance, it was necessary to 
focus on a more achievable goal.  It was also important to understand the state-of-the-art 
technology alternatives. As previously mentioned, the DARPA PACT program originally set a 
primary goal of 10 GS/s sampling rate (5 GHz BW) with 12 to 14 bits of resolution and a 
secondary goal of 100 GS/s sampling rate (50 GHz BW) with 4 bits of resolution.  Two 
successful working photonic architectures from the PACT program are discussed with speeds 
and resolutions achieved at the time in this section. 

The first one from MIT Lincoln Laboratory (MIT/LL), demonstrated an operating 
photonic architecture that used time-division-demultiplexing (TDDM) techniques(35). Figure 3-1 
shows the schematic layout. The mode-locked laser sampled the input RF electronic signal using 
an E-O modulator.  The optical signal was demultiplexed from 500 MS/s to 65 MS/s using a 
series of switches to de-interleave the data down to data rates which were processed by a series 
of “slow” electronic ADCs (65 MS/s) with high resolution (12 bits).  MIT/LL demonstrated 505 
MS/s BW operation with 51 dB SNR allowing 8 bits of resolution and a SFDR of 61 dB(35). 
Although the BW of 505 MHz was far from the 5 GHz goal, MIT was successful at 
demonstrating this photonic ADC working on the HAYSTACK Radar (HAX) platform in 
Massachusetts.  This demonstration was noteworthy in demonstrating that photonics can 
accurately convert an analog signal to a digital signal. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 3-1. Photonic ADC architecture using a time division demultiplexing technique(35). 
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The main advantage of this approach is that optical sampling allows low-jitter optical 
impulse signal sampling that does not contaminate the input electrical signal. This design also 
yields high linearity with a high signal to noise ratio due to the method of phase modulating the 
optical pulses(35), and it is also insensitive to laser amplitude noise.   

A major problem is that integration of this system presents a daunting task because of the 
multiple electro-optic Mach-Zehnder switches which are large in size and number.  The system 
components were fabricated in many different material systems precluding complete integration. 
Another draw back is that the phase encoded technique requires twice the number of well 
calibrated electronic detection and quantization channels as a single output intensity method(35). 
One also must consider the effects of pulse degradation and crosstalk in the optical domain due 
to propagation through the series of switches.  Pulse dispersion, spreading the pulse in time as it 
propagates through the switches, results in crosstalk errors which multiply for each stage 
traveled.  Pulse widening also affects the electro-optic interaction in the modulator(19,35,36).  Such 
errors degrade the overall system performance. Quantization occurs in the parallel bank of 
electronic ADCs making the power consumed large from both the quantizers and the numerous 
E/O switches. Finally, the data after the electronic quantizers must be time-interleaved, a 
significant signal processing task. These factors in combination would make this system rather 
impractical for Air Force applications. 

Another successful approach in the PACT program was the high sample rate, low 
resolution architecture by HRL(37,38) mentioned in Chapter 2. They also developed a state-of-the-
art electronic flash ADC operated at 10 GS/s with 4 bits of resolution.  By multiplexing a 10 
GHz mode-locked laser, HRL could potentially sample at 40 GS/s (20 GHz RF bandwidth 
signal) using a series of four time-interleaved electronic ADCs. They also developed a 3 bit 20 
GS/s ADC which, multiplexed four times, could sample an 80 GS/s (40 GHz RF bandwidth) 
signal(30). The electrical ADC was a flash architecture that relied on a comparator bank to 
provide the digitization using a thermometer code. The main advantage of this method was that it 
too could exploit the optical characteristics of low-jitter impulse sampling and clock distribution. 
A complete time multiplexed architecture can surpass the Walden Wall using photonic sampling 
methods, though the electronic quantizer performance specifications still resided on the Walden 
Wall.  It is still unknown if InP-based electronic technology will work beyond the traditional 
wall and to what extent it can be scaled to obtain higher resolution. In that regard InP shows the 
most promise as compared with other traditional material systems.  

A disadvantage of HRL’s technique, as in MIT/LL’s case, was that it depends highly on 
software processing to keep track of the timing of each pulse and to provide error correction. 
Ensuring accurate representation digitally is a difficult task. It was unknown if the optical 
multiplexer would add timing jitter to the optical pulses.  Drawbacks of electronic flash 
architectures were mentioned in the previous section and also apply to this architecture since 
quantization occurs electronically. Having a separate sampling modulator for each channel adds 
to power consumption, and the photonic samplers were LiNbO3 based devices, which are large 
area structures.   

 
3.2 SNDP Contractual ADC Development 

     SNDP investigated two alternative architectures contractually with Professor Eric Donkor 
of the University of Connecticut (UConn) and Professor Zmuda from the University of Florida 
Graduate Engineering and Research Center (GERC). The UConn effort consisted of two back-to-
back photodiodes arranged to act as a fast optoelectronic switch, which was essentially an 
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electrical open circuit taken to be the “off” state. When the diodes were stimulated with a laser 
pulse, the switch toggled to the “on” state. Thus, a train of mode-locked laser pulses applied to 
the diodes resulted in optical sampling of the RF input. The effort achieved sampling rates of 4 
GS/S. The limitation in conversion speed was dictated by the photodiode which had a 3 dB 
bandwidth of 5 GHz. Details are found in the AFRL final technical report AFRL-SN-RS-TR-
2003-271(39).  
 The GERC approach incorporated a recirculating optical loop to store a time-limited 
microwave signal so that it may be digitized by using a slower, conventional electronic ADC. 
Detailed analysis of the dynamic range and noise figure showed that under appropriate 
conditions the microwave signal degradation was sufficiently small so as to allow the digitization 
of a multi-gigahertz signal with a resolution greater than 10 effective bits. Experimental data 
demonstrated that a periodic extension of the input signal was sustained for well over one 
hundred periods, which suggests an electronic ADC speed-up factor of over 100. More 
explanation on this method is reported in AFRL-SN-RS-TR-2005-154(40). 
 
3.3 SNDP In-House Photonic ADC Architecture 

 
The basic block diagram of a generic photonic architecture shown in Figure 1-1 and 

explained in the Introduction applies to SNDP’s architecture as well.  In summary, the main 
components are an ultra-low noise mode-locked laser, an electro-optic modulator, and a 
quantizer.  Each of the components was separately examined and will be discussed in depth 
throughout this document. A single channel was modeled and the results are reported. Both 
semiconductor and fiber lasers were investigated, as well as semiconductor based electro-
absorption modulators. The quantizer component was based on semiconductor saturable 
absorbers. Near term goals for the in-house ADC program involved a single channel with a 
single bit resolution and 5 GHz bandwidth (10 GS/s sample rate).   

As in MIT/LL and HRL approaches the in-house signals were sampled optically, 
avoiding distortion of the electronic signal. In contrast to the other photonic architectures that 
utilized electronic quantizers, SNDP’s unique quantization scheme remained optical beyond the 
sampling stage. By using passive saturable absorbers (SAs) rather than electronically controlled 
switching elements and by avoiding the use of electronic ADCs, the power requirements could 
be made much lower than those in other schemes.  Although the ultimate speed of the ADC 
system relies on the convergence speed of the SAs and the available speed of the electronic 
comparators, the MQWs themselves which comprise the SAs can operate at speeds up to 100 
GS/s(41). The recovery time of typical MQWs, which relies upon the conduction band to valence 
band recombination, can be tailored to be on the order of a few picoseconds using low 
temperature growth or ion implantation.  The various components of this architecture were from 
the same material system, with the exception of the fiber laser, and could potentially be 
integrated on a common substrate thus providing significant advantage over the others cited.  
Finally, in addition to physical size and power consumption, a SA based system could be much 
less complex in practice than the other photonic conversion schemes.   
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3.3.1 Saturable Absorber Based Quantizer–Original Concept and Explanation 
The original concept was awarded US Patent # 6,326910 as mentioned earlier. The 

schematic design of a SA architecture is shown in Figure 3-2 and is based on the ability to 
fabricate SAs with different values of saturation intensity (Isat). The initial goal was to produce 
the transmittance curves to yield a family of switching thresholds that correspond to various 
quantizer levels. An optical modulated signal is sent in parallel to a 1 x N array of semiconductor 
saturable absorbers of varying thickness.  The optical properties of the SA are tailored so that the 
absorbance can be scaled monotonically over the full range of values. The absorbance is scaled 
from a very large value for the first one in the array to a very low value for the Nth absorber in 
the array. If a sampled signal of very low intensity is incident upon all of the absorbers, the 
signal will be absorbed by the first absorber in the array and also by all of the others except for 
the Nth absorber in the array.  This structure has the lowest absorbance and will pass the weakest 
signal.  A detector following this absorber is then turned “on” by the transmitted optical signal.  
All of the other detectors remain “off” because the optical signal did not pass through its 
corresponding absorber.  The corresponding electrical signal then corresponds to a certain 
predefined bit pattern.  The “off” detectors have a value of ‘0’ and the “on” detector has a value 
of ‘1’.   

Similarly, if a signal with a slightly larger intensity is incident upon the series of saturable 
absorbers, the signal is still absorbed by the upper ones, but it is passed by the remaining 
absorbers to turn “on” the detectors as well.  A corresponding bit pattern is once again formed. 
As in electronic flash ADC systems, the total number of absorbers or comparators required is 
equal to 2N –1, where N is the number of bits of resolution.  For example, a system operating 
with four bits of resolution would require 15 SAs. 

Figure 3-2. Block diagram of saturable absorber photonic converter system. 

 

3.3.2 Modified Concept of Saturable Absorber Architecture 
 

Alternatively, one could implement a parallel architecture by using a family of 
attenuation levels each followed by a SA with the same Isat rather than a tailored Isat; the result 
would again be a thermometer code.  Because of the simplicity of the latter architecture from 
both design and fabrication viewpoints, it was selected for further examination by the ADC 
group in SNDP.  
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The quantization itself includes three steps: pre-conditioning of the optical pulse, 
conversion from optical to electrical domain, and comparison. The input to this subsystem is an 
optical pulse, and the output following an electronic comparator is either a 1 or a 0, 
corresponding to the level of the input pulse. This is illustrated in Figure 3-3.   

Figure 3-3. Photonic ADC architecture using a combination of variable linear attenuators and fixed nonlinear 
saturable absorbers. 

 
For greater clarity  the scheme illustrated in Figure 3.3 assumes an equal split of the 

modulated pulse train into N-channels.  Each channel is pre-conditioned by appropriate 
attenuation, SA and opto-electronics (O/E). Depending on the exact layout i.e. large table top, 
small breadboard, or integrated chip system, the conditioning of the pulses, or equalization of 
energy in the channels, is done with neutral density filters, or fiber splitters, or custom 
waveguide splitters respectively.  The SA and O/E scheme in each channel is the same.  The use 
of a single reference voltage at the electronic comparators greatly simplifies the detection circuit 
and allows operation of all absorbers at a fixed design threshold. For example if all absorbers 
were designed to pass a 1 µJ pulse threshold, then a fixed opto-electronic circuit can be designed 
to detect a ‘1’ for all pulses greater than 1 µJ and a ‘0’ for pulses less than 1 µJ.  The nonlinear 
properties of the absorber would allow a larger and more responsive dynamic range in the critical 
region than a simple linear optical detector.  This nonlinear benefit is explained thoroughly in 
Section 3C4. 

3.3.3 Saturable Absorber Characterization 
The precise control of SA properties is essential to simultaneously achieve high 

resolution and multi-GHz operation of the photonic ADC.  The nonlinear transmission and the 
recovery time or lifetime of the carriers within the semiconductor are of particular importance.  
The ability to accurately control the nonlinear transmission of the SA ultimately limits the 
number of achievable bits, and the ultimate sampling speed of the converter is limited by the 
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recovery time of the SA.  InGaAs was chosen as the SA material because it has excellent optical 
properties near 1550 nm, which coincides with the minimum loss transmission window of optical 
fiber.  Operation of the photonic ADC at this wavelength allows use of commercially available 
opto-electronic devices such as detectors and modulators.  Both multiple quantum well (MQW) 
and bulk InGaAs, grown lattice matched on a semi-insulating InP substrate, were examined.  The 
approach was first to demonstrate surface normal devices and then to move towards integrated 
waveguide designs. Professor Gary Wicks at the University of Rochester grew the SAs that were 
characterized by SNDP. 

 
3.3.3.1 Intensity Characterization 

 
Saturable absorbers were chosen because of the rapid turn-on of transmittance at 

properly designed Isat.  Transmission through the samples as a function of incident intensity is 
shown in Figure 3-4.  The saturation intensity, Isat is related to a model of intensity dependent 
absorption as: 
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α                                 (3-2) 

where αo is the small signal or linear absorption coefficient and Iin is the incident intensity(42).  It 
is evident from this equation that Iin decreases along the length of the sample due to material 
absorption, and when Iin = Isat, the absorption is decreased by one-half of its linear value.  The 
change in intensity per unit length as a function of position in the sample, z is: 

zzezIzzI ∂−=∂+ )()()( α ,                      (3-3) 
and integration over the unit length results in 
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Using the experimental data, we can solve equation 3-4 for Isat. An example of typical measured 
data is shown if Figure 3-4. 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Figure 3-4. Illustration of the movement of absorber saturation point. 
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The data in Figure 3-5 illustrates an array of saturation curves over a wide range of input 
powers.  It is important to note that these curves were generated for a single absorber measured 
as a function of incident wavelength, but they functionally represent the desired array of different 
‘turn on’ saturation points.   

Figure 3-5. Illustrated array of saturation points corresponding to various input power levels. 
 
The linear absorbance spectra of the SAs was measured in-house using a standard white 

light technique with a tungsten bulb as the white-light illumination source shown in Figure 3-6.  
A Newport RG 850 filter was used to pass only the near IR portion of the tungsten output, and 
the incident light was focused onto the sample with a 10X microscope objective.  The 
transmitted light was collected and collimated also with a 10X microscope objective.  Reflected 
light off of the surface of the sample passed back through a non-polarizing beam splitter onto a 
card placed a small distance away from the beam splitter.  The focal position of the sample was 
adjusted until the best image was observed on the card.  A 10 cm focal length lens was then used 
to focus the collimated light into the ARC 0.275 meter triple grating monochrometer, where a 
germanium detector collected the dispersed light.  The detector was connected to a 
transimpedance amplifier followed by a SRS 510 lock-in amplifier, and a computer program 
controlled the monochrometer and collected the lock-in transmission data.  
 

Figure 3-6.  White-light linear absorption experimental setup. 
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The transmission measurements were performed using the following calibration procedure.  First 
a baseline or source measurement was performed with no MQW sample present, and the 
transmission through the sample was recorded.  The absorbance, αL of the quantum wells from 
Beer’s law is given by equation 3-3, where the absorption coefficient α was found by dividing 
the absorbance by the total thickness of InGaAs layer.  The absorbance spectra of two exemplary 
saturable absorbers are plotted in Figure 3-7. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 3-7. Linear absorbance spectra of 250 nm In0.53Ga0.47As layer and 750 nm In0.53Ga0.47As layer grown 
on InP. 
 

The linear absorbance spectra of the 250 nm and the 750 nm samples were similar in 
shape as expected.  The absorption coefficients of the samples were calculated; the 250 nm 
sample was 5880/cm and the 750 nm sample was 5506/cm.  The values compared well with 
previously published values of 6800/cm and 6000/cm(43,44).  To verify the results the absorption 
spectrum was taken at multiple spots on each sample.  Substantial variations were found 
particularly with the 250 nm sample.  It is likely that strain present in certain portions of the 250 
nm sample contributed to these fluctuations. 
    The nonlinear transmission experimental setup is shown in Figure 3-8, where the 
excitation source was a continuous-wave (cw) chromium-doped:YAG (Cr4+:YAG) laser(45-48) 
operating at approximately 1500 nm.  A computer controlled half-wave plate and two polarizers 
were used to vary the incident intensity on the sample, while a calibrated beam splitter 
determined the incident cw power.  A microscope objective focused the light onto the sample 
with a spot size of approximately 42 µm2, while a second microscope objective collected and 
collimated the transmitted light and sent it to a meter.   
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Figure 3-8. Experimental setup for nonlinear transmission measurements. 
 

The results of the nonlinear transmission experiment for three different samples are 
shown in Figure 3-9.  The values of the linear portion of the transmission were normalized to a 
value of 1 to facilitate comparison between the different samples.  Samples 1437 and 2797 had 
similar saturation intensity values at approximately 10 mW/µm2, while sample 2796 saturated at 
approximately 20 mW/ µm2.  Sample 2797 was a MQW sample grown at 400º C, while sample 
2796 was 0.5 µm of bulk InGaAs also grown at 400º C.  Sample 1437 was grown for use as a 
saturable absorber in a mode-locked external cavity semiconductor laser, and was included in 
this work for comparison purposes.  It consisted of 100 periods of 115 Å In0.53Ga0.47As wells and 
100 Å In0.52Al0.48As barriers.   

Figure 3-9. Nonlinear transmission measurements for samples of InGaAs grown lattice matched on InP 
substrates.  For comparison purposes, the linear transmittance of all three samples was normalized to a value 
of one.  
 

Figure 3-9 also illustrates that sample 1437, the thickest (2.15 µm) of the three shown 
here, had the largest change in value from the linear absorbance region to the point where the 
transmission saturates.  It was desirable to have the largest possible transmission change when 
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the input intensity saturated the InGaAs.  The incident intensity required to saturate these 
structures corresponded to an average power on the order of tens of milliwatts, which was well 
within the normal range of compact mode-locked fiber and semiconductor lasers.  

Further growth runs were carried out to examine the relationship between thickness and 
strain and its overall effect on saturation intensity. Those results indicated that steeper nonlinear 
behavior was achieved, but the various bandgap engineering techniques still did not provide 
sufficient change in transmission, as is shown in the detailed discussion that follows. 

Figure 3-10 compares the performance between pulsed laser operation and CW operation 
and showed that the pulsed performance reached nonlinear operation significantly sooner. This 
may have been related to greater heat build up in a CW case, and since an ADC uses pulsed 
operation, this behavior was favorable. 

Figure 3-10. Performance of pulsed laser operation and CW operation. 
 

3.3.3.2 Lifetime Characterization 
 
Early investigations(41) showed that use of tailored QW structures with ion implantation 

generated lifetimes on the order of 26 ps were achieved, which translated to optical sampling 
speeds approaching 50 GHz (100 GS/s).  Ion implantation and low temperature growth were 
further investigated in this effort and both had similar behaviors. Both techniques introduce non-
radiative recombination centers within the bandgap of the InGaAs, which effectively shorten the 
lifetimes of the carriers(49,50).  The empty trap first captures the electron and subsequently this 
filled trap captures the hole effectively destroying the electron-hole pair.  The process is much 
faster than the natural band to band recombination resulting from an electron’s decay from 
conduction to valance band 

Initial quantum well samples consisted of a 1000Å In0.52Al0.48As buffer layer grown on 
the InP substrate followed by 50 periods of 100 Å In0.53Ga0.47As wells and 100 Å In0.52Al0.48As 
barriers and completed with a 100 Å In0.53Ga0.47As cap layer.  MQW saturable absorbers were 
grown at 150º C, 300º C and 400º C.  The bulk samples consisted of In0.53Ga0.47As grown 
directly on the InP substrate with layer thickness set at 0.5 µm, 1.0 µm, 1.25 µm and 1.5 µm, and 
growth temperature varied from 280º C to 400º C.   A sampling of absorber results was selected 
in this report from to the large amount of data taken on many different types of samples. 
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The recovery times of the saturable absorbers were measured with standard pump/probe 
spectroscopic techniques(51).  In this type of experiment, electron-hole pairs are created by the 
absorption of an intense pump pulse, and the corresponding transmission change is monitored in 
time by a weaker probe pulse temporally delayed with respect to the pump pulse.  The resulting 
transmission change at different points in time allowed temporal monitoring of the carrier 
lifetimes in the semiconductors. 

The absorption coefficient, α, of the quantum wells in the SA after excitation is given as 
a function of the probe delay, t, by        

τααα
t

o et
−

∆+=)(          (3-5) 
 
where αo is the linear absorption coefficient, ∆α is the change in absorption induced by the pump 
pulse, and τ is carrier recombination time or lifetime.  The recombination time of the absorption 
recovery in Eq. 1 is related to the transmission data by  
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where S(t) is the energy of the transmitted probe versus delay, A is the area of the probe beam, I 
is the intensity of the transmitted signal and d is the thickness of the saturable absorber.  Using 
the energy density, W = ∫ Idt, of the probe beam, Eq. 3-6 can be rewritten as 
 
         ])(1[)( )( dtAWAWetS dt αα +≈≈                    (3-7) 
 
where it was assumed that the temporal change in the absorption coefficient was small compared 
to the pulse duration.  Finally, substituting Eq. 3-5 into Eq. 3-7 gives 
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where S' is the probe transmission before the arrival of the pump pulse.  Therefore, the 
exponential decay time of the change in the probe transmission indicated, by direct measurement 
of carrier recombination time, that the speed is sufficient for ADC application. 

The degenerate, co-linear pump/probe in-house experimental setup to measure the carrier 
dynamics in the saturable absorbers is shown in Figure 3-11.  The Cr4+:YAG laser was operated 
in a mode-locked state producing 130 fs pulses at 1500 nm.  The pump and probe beams were 
separated into orthogonal polarizations by a 50/50 polarizing beam splitter.  The probe beam was 
delayed with respect to the pump beam using a linear stage controlled with a stepper motor with 
10 cm travel.  The beams were recombined co-linearly using a non-polarizing beam splitter and 
focused onto the sample with 10X microscope objective, and the transmitted light was collected 
and collimated with another 10X microscope objective.  A Glan-Thompson polarizer was used to 
reject the pump beam and ensure that only the transmitted probe beam reached the detector.  The 
probe beam was focused onto a germanium detector using a 5 cm focal length lens.  The detector 
was connected to a transimpedance amplifier and in turn to a lock-in amplifier.  A mirror flipper 
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and an IR camera positioned well away from the experiment were used to ensure that the pump 
and probe beams were spatially overlapped when incident on the sample.  The data was collected 
by a LabVIEW program which also controlled the movement of the linear stage.  An optical 
chopper provided the reference signal to the lock-in amplifier and cut the pump and probe beams 
at different frequencies.  This allowed a differential lock-in technique to be used so that only the 
pump induced change in the probe transmission was detected.  The ratio of the pump beam to the 
probe beam was set at a minimum value of 50:1, and the power of the probe beam was 
minimized to ensure that it did not introduce nonlinearities in the sample.  The laser power was 
also monitored to ensure that there was no power drift during the experiment.   

Figure 3-11. Experimental setup for pump/probe measurement to determine the recovery time of the 
saturable absorbers. 

 
The pump/probe experimental results for two saturable absorbers are shown in Figure 3-

12.   Sample 2750 was a MQW structure grown at 300º C and was found to have an exponential 
decay lifetime of 18 ps.  This saturable absorber fully recovered in approximately 75 ps 
indicating that this particular device could be used at sampling speeds up to 1/75 ps, or 13 GHz.  
Sample 2797 was shown to have a much longer carrier lifetime of 204 ps; though this was also a 
MQW structure, it was grown at a higher temperature of 400º C.  These results clearly indicate 
that lower growth temperatures had a profound effect on reducing the carrier lifetimes within the 
saturable absorbers.  The trend in Figure 3-10 was consistent in all of the saturable absorbers 
tested with the fastest lifetime observed at approximately 7 ps.   
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Figure 3-12. Experimental pump/probe results for sample 2750 with 18 ps lifetime and sample 2797 with 204 
ps lifetime. 

 
   In summary, the optical properties of primary concern were the nonlinear transmission 
and the recovery or lifetime of the carriers within the semiconductor SAs.  A series of both 
MQW and bulk InGaAs grown lattice matched to InP were examined.  It was determined that the 
largest transmission change from the linear to the nonlinear regime corresponded to the thickest 
saturable absorber.  As expected the SAs grown at the lowest temperatures exhibited the fastest 
recovery.  The recovery times that were measured would enable multi-GHz operation of the 
photonic ADC; however, there remained some doubt after exhaustive experiments that the 
absorbers could provide sufficient nonlinearity to benefit a system of this nature. It was decided 
that calculations based on a simple model would clarify this issue. 
 

3.3.4 Initial Single Channel Model 
 

To review, the optical pulse is first preconditioned through a stage of linear attenuation, 
which produces a linear Pout vs. Pin transfer characteristic as shown in Figure 3-13.  The purpose 
of attenuation is to ensure that the optical power incident on the SA in the next stage is 
appropriate to drive it at the intended operating point.  This attenuation can be implemented in 
different ways; for instance through the splitting loss designed into the optical pulse fan-out, or 
by use of a linear absorber, or a combination of both. The optical power is then passed through a 
non-linear element, the SA, after which it is incident upon a photodetector (PD) which produces 
a current in response to the light.  The current is passed through a transimpedance amplifier 
(TIA) to translate the current signal to a voltage signal.  This voltage is finally compared to a 
reference so that the output of the comparator corresponds to either a 1 or a 0 in the electrical 
domain. 
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Figure 3-13. Single channel quantizer architecture model with callouts illustrating typical transfer 
characteristics for the associated component. 
 
 Before the input pulse is incident on the photodetector, it must be optically pre-processed 
to ensure that its power level lies within acceptable specifications. This preconditioning is 
achieved by judicious use of amplification and attenuation. The power budget for a channel is 
shown in Figure 3-14: the saturable absorber, photodiode and comparator in combination act as a 
discriminator, the slope of SA transfer function constrains error sensitivity, and the dynamic 
range is determined by the properly attenuated input power level. 

Figure 3-14. Power budget for a single channel. 
 

To understand the role of the non-linear SA element, it is necessary to consider it in 
conjunction with the photodetector, TIA and comparator in the final stage.  It is the combined 
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action of all the elements which implements the switching necessary to convert the input signal 
level to a 1 or 0 for the digitization.  The comparator acts as an electrical switch, the 
photodetector converts photons to the electrical signals used in the comparator, and together they 
determine the threshold optical output power from the SA to switch the state of the comparator.  
This in turn determines the input optical power threshold for the SA corresponding to the 
digitization of the pulse.  
 Thus the SA is not the component that performs the switching in the system, but rather 
the device that provides the necessary transfer characteristic for power exiting the optical stage 
and entering the photodetector.  In principle it is possible to use a linear transfer characteristic (in 
conjunction with the comparator), either through linear attenuation or through the response 
function of the photodetector itself.  A SA is not only desirable but essential to control the power 
levels incident on the backend detection system and, thereby, provide a higher bit error rate than 
a simple linear absorber. Thus the key feature of the SA transfer curve is not the so-called “non-
linearity” of the device, but the steepness of the curve (referred to as the slope efficiency) at the 
operating point. This answers a natural question: “Why use a SA at all and not a simple linear 
absorber?” The explanation is provided by the on-off contrast ratio of the device and is defined 
as the transmittance of the device in the “1” state divided by the transmittance in the “0” state, 
though its significance may not be immediately apparent. The ultimate limit to the performance 
is determined by the steepness of the slope, and the fact is that no existing linear absorber 
generates sufficiently large slope efficiency to achieve the on-off sensitivity needed to avoid 
comparator ambiguity.    

To understand some issues pertaining to the flash ADC design, a preliminary transfer 
characteristic was modeled in MathCAD. The non-linearity of the SA is characterized by a 
change in percent transmission as a function of input optical power.  The optical transfer 
characteristics of the SA are obtained by transforming the percent transmission curves.  A 
comparison of linear and nonlinear absorbers is shown in Figures 3-15 and 3-16.  
 

 
Figure 3-15. Transfer characteristic of a linear absorber. A linear absorber (32% transmission in this case) 
has as an optical transfer function a line with a slope 0.32. 
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Figure 3-16. A hypothetical nonlinear absorber with a transmission that changes with optical input power.  
The transmission curve is a line on a semi-log graph with non-zero slope.  This produces an optical transfer 
function that has an x*log(x) characteristic.  
 

Models based on actual measurements of the transmission of our saturable absorber 
samples are represented in Figure 3-17. The values of transmission have been chosen to highlight 
the “knee” in optical transfer function that occurs at the transition from the linear to the nonlinear 
region.  Measurements of the transmission of actual samples have the same shape, although the 
values of transmission in the linear region and the slope in the nonlinear region differ.  The 
nonlinearity of the transfer function is the basis for the architecture.  
         The nonlinearity of the actual SAs is a separate issue, which was also explored. The degree 
of nonlinearity in the optical transfer function is governed by the value of transmission in the 
first linear region and the slope in the nonlinear region of the transmission curves.  
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Figure 3-17. Model of transmission for a saturable absorber.  The optical transfer function shows two linear 
regions separated by a region of x*log(x) behavior.  The transition from linear to x*log(x) produces a knee in 
the curve.  The sharpness of the knee is dependent on the value of transmission in the linear region, and the 
slope (on the transmission graph) in the nonlinear region. 
 

The performance of the transfer characteristic for a saturable absorber has been quantified 
in terms of the Bit Error Rate (BER) in the literature(52).  In an effort to provide quantitative 
evaluation of the superior performance of SAs over linear counterparts, we present a zeroeth-
order comparison of the BER between the two types of devices. 
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As described by Hirano etal,(52) the Q factor of the detector is defined and related to the 
BER, with: 
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where nelec and σelec are the number of and variance in the number of photoelectrons, 
respectively, and the subscripts refer to the “1” and “0” states.  Assuming a quantum efficiency 
of unity for the photodetector, we can directly relate the number and variance of the 
photoelectrons to the number of incident photons.  Assuming Poisson statistics, and ignoring 
external effects, we have: 
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where R is called the extinction ratio, and is defined as the transmittance of the device in the “0” 
state divided by the transmittance in the “1” state (this quantity is essentially the inverse of what 
we have heretofore referred to as the contrast ratio). B is the bandwidth of the photodetector and 
n1 is the mean number of photons detected in the “1” state.  For instance, the value of R from 
data previously presented is approximately 0.3/0.5 = 0.6.   In comparison, R for a linear absorber 
would be close to unity, thereby strongly suppressing Q.  

The BER was calculated for several scenarios, and is shown in Table 3-1.  For these 
estimates, the following assumptions were made: absorber input power = 1 dBm, detector 
bandwidth = 5 GHz, and pulse duration = 12 ps.  It should be emphasized that these numbers are 
not to be taken as design specifications; their importance lies primarily in the direct comparison 
they allow between the effect of linear and non-linear components.  When all effects are taken 
into consideration and more sophisticated calculations are performed, it can be shown that BERs 
on the order of 10-15 are achievable using SAs(52). The important point cannot be over-
emphasized: small changes in R have a large effect on the BER, and only non-linear behavior 
can produce the required values of R.  The smaller the value of R, the better; linear responses 
simply do not change rapidly enough to yield a small enough R.  

 
Table 3- 1: Comparison of BER estimates for various scenarios. 

                           

R Q BER
Linear 0.999 6.64E-04 0.5
Current Sample 0.6 7.12 1.00E-13
Nonlinear 0.1 21.6 1.00E-16
Hirano, ibid . 0.1 15 1.00E-15  

                    
However, in order to realize a quantizer of this nature, it became clear that there must be 

a “sample and hold” circuit after the photodiode to grab the photodiode output, make a 
comparator decision to convert it to a “1” or a “0”, hold it for the arrival of the next electrical 
clock pulse, and then reset it before the next optical pulse.  If the saturable absorber transfer 
functions were “ideal” ( 0 to 100% transmission over a narrow range of input optical power), 
then the optics would augment this process by adding effective “gain” to the electrical 
comparator function.  The larger the gain, the lower the effective aperture uncertainty, as it 
reduces the likelihood that the comparator will not make the proper decision (1 vs. 0).  However, 

(3-10) 

(3-11) 

(3-12) 
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if the transfer functions are relatively “soft” as shown in the plots with a transmission change 
from ~ 30% to ~ 40% over a wide range of input power; then the input optics may actually 
degrade the performance by “reducing” the comparator gain below what could have been 
achieved by the electrical ADC alone.   

Given this analysis, great emphasis was placed on increasing the contrast ratio (maximum 
transmission/minimum transmission) of the SAs. It is clear that the SAs fabricated up to this 
point did not provide a sufficiently steep slope. However, absorbers in an etalon configuration 
exhibiting the required bistability were developed by other groups(53,54). Waveguide etalons(54) 
are also compatible with the single chip integration, underlying SNDP’s approach to a SA based 
ADC architecture.  

 

3.3.5 Bistable Etalons  
 
3.3.5.1 Growth and Experimental Testing 

 
 Since the University of Rochester did not have the capability to fabricate the required 
mirror structures on the SAs, the ADC in-house team contracted Sarnoff Corporation to grow the 
bistable etalon structures as well as model the structure and device performance. Simultaneously, 
SNDP examined bistable etalon theory(55) for an in-depth understanding of the device physics.  
 The devices consisted of planar multi-quantum well saturable absorbers an etalon defined 
by editorially grown reflective distributed Bragg reflector mirrors. A detailed approach is 
described in the final report, AFRL-SN-RS-TR-2003-210(56), submitted by Sarnoff. In short, 
nonlinear transmission was observed, but bistability could not be obtained.  Detailed modeling 
showed that thermal mechanisms override the quantum well nonlinearity, even at sub-
nanosecond time scales, due to the very small size of the etalon (several microns).  The 
sequential procedure used for modeling the output versus input of the BRET device is given in 
TABLE 3-2(56). 

 
Table 3-2:  Sarnoff’s Modeling Procedure for BRET Device(56) 

1- Calculate α(λ,N) 
2- Calculate α(λ,Ic) using iterative methods (Ic is the optical intensity inside the cavity) 
3- Calculate ∆n(λ,Ic) using Kramers-Kronig 
4- Calculate cavity internal phase change ∆φ=∆nk0L 
5- Calculate input optical intensity IIN=C(1+Fsin(φ)2)Ic where: 

 
                       C=αL(1-Re)2/[(1-RF)(1+RBe-αL)(1-e-αL)] 
             F=4Re/(1-Re)2 

 Re=(RFRB)0.5e-αL 

 L= cavity length 
 RB= back mirror reflectivity 

 RF= front mirror reflectivity 
6- Calculate output optical intensity Iout=IcαL(1-RB)e-αL/[(1- e-αL)(1+RBe-αL)] 
7- Plot output optical intensity vs. input optical intensity 
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RB=98%, RF=95%, λ=1.575 µm, τ=2 ns

L=0.251 µm

L=0.250 µm

L=0.249 µm

 Sarnoff’s modeling showed that with the 
correct parameters set for the front and back 
mirrors, and the cavity length, bistability should be 
obtainable in a particular wavelength range.  The 
modeled results of changing the thickness are 
shown in Figure 3-18, which illustrates the high 
sensitivity of the bistability versus cavity length.              
A few nanometer variation in the thickness has a 
very large influence on the bistability. The modeled 
bistability characteristics were much less sensitive 
to wavelength and front mirror reflectivity as 
shown in their report(56). 

                      Two iterations for the fabrication of etalon 
structures were performed. The first with a BRET 
structure consisted of a front mirror (epitaxially 
grown DBR) reflectivity of 95%, a back mirror 
(dielectric stack) reflectivity of 98% and a cavity 
length of 360 nm.  A schematic of the design is 
shown in Figure 3-19.  The samples were backside 
polished and anti-reflection coated, while the front 
side had a dielectric mirror deposited.  The 
dielectric DBR consisted of 4 pairs of Si/Al2O3 to 
give a peak reflectivity of ~ 98%. The devices 
showed some non-linear behavior but no 
bistability, as was confirmed in tests at both 
Sarnoff and AFRL. It was concluded that the 
material band-gap was blue shifted possibly 
preventing bistability. In the second iteration three 
structures were grown, and the wavelength of the 
active region was shifted to longer wavelengths 
for all structures.  Two of those contained 
InGaAs/InAlAs active regions similar to the first 
iteration but with a longer etalon resonance peak.  
One structure was grown using Al-free 
InGaAs/InP for the active region to eliminate 
possible problem with the Al containing layers. 

 

 
 

 
 

 
Figure 3-18.  Results of Sarnoff’s modeling showing bistability(56). 
 
 
 



 

 

 

32

Figure 3-19.  Structure of BRET device. 
 
 One half of each wafer from the second iteration was coated at Sarnoff with a dielectric 
mirror comprised of three pairs of Al2O3 (255.76 nm) and Si (111.07 nm) with a measured 
reflectivity of 99.3% at 1550 nm.  These half wafers were cleaved into quarters and one quarter 
of each was sent to AFRL, so testing could be done at both Sarnoff and AFRL.  A second half of 
each wafer from this iteration was coated externally at Rugate Technologies, Inc. with an 8 pair 
dielectric stack designed for 99% reflectivity at 1550 nm.   
 AFRL’s test results, shown in Figure 3-20, on samples from the second iteration 
indicated that the transmission varied with location on the sample indicating that excessive stress 
and strain remained.  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 3-20. SNDP tested devices. Transmission still varied with location on the sample indicating that stress 
and strain still existed. 
 Sarnoff measured enhanced nonlinearity with the second iteration, and Figure 3-21 is 
representative of the best result. AFRL did not witness nonlinearity to the same degree in a 
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typical measurement shown in Figure 3-22. To eliminate the possibility that some differences 
may be due to different laboratory setups or that the wavelength in the AFRL plot may not have 
been on resonance, angle tuning and wavelength scanning were performed.  

Figure 3-21. Sarnoff measured nonlinearity for sample AX5475. 
 

 
Figure 3-22. AFRL measured nonlinearity for sample AX5475. 

 
AFRL’s test results did not exhibit the nonlinear enhancement measured by Sarnoff. It is 

possible that “ideal” locations on the wafer were required, but a thorough scan of sample 
positions did not eliminate the experimental discrepancy. Regardless, bistability was not 
confirmed in either case.  
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The experimental setup to characterize etalons is shown in Figure 3-23. Zemax was used 
to model various spot sizes incident on the sample to determine if local heating effects still 
prevented bi-stable behavior. The pump probe experiment made use of a 980 nm laser to excite 
the material and a weak tunable laser near 1550 nm to probe the device.  

 

Figure 3-23. Experimental setup to characterize etalons. 
 

3.3.5.2 Explanation of Problems and Proposed Solutions  
 
 It was the consensus of those involved that the main obstacle to bistability in the BRET 
structure was indeed the heating effect.  This is an extremely important issue in bistable devices, 
since the change of index resulting from the change in temperature competes with the change of 
index resulting from the carrier generation.  Lower optical threshold power in the ridge 
waveguide geometry combined with much lower heat resistance make this geometry less 
susceptible to heating. The heating problem can be reduced only to a certain extent by decreasing 
optical pulse width and duty cycle, because the rate of temperature change with time is 
independent of both of those, and varies only with the material’s heat capacitance and the optical 
power. For example, as reported by Sarnoff(56), a two-dimensional thermal modeling of a vertical 
geometry with beam spot size of 5 µm showed that an input power of only 1 mW (~ 4kW/cm2) 
gave a change of temperature versus time of ∆T/∆t ~ 7.45x107 K/sec.  This means that the 
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temperature will rise approximately 7°C in only 100 ns.  Since ∆n/∆T in the InGaAs quantum 
wells is approximately 5x10-4 1/K, the calculated change of index of ~ 3.5x10-3 is comparable to 
the carrier induced change of index. 

A related problem is posed by the uniformity of the quantum well thickness 
composition(56). The thickness of the active layer should be limited to less than one micron in an 
etalon configuration, whereas in a vertical cavity resonator such thickness leads to a free spectral 
range of more than 400 nm.  This places a stringent requirement on the cavity’s thickness 
accuracy, since only one resonant frequency is close enough to the band edge.  Simulations 
showed that bistability required a resonant detuning with accuracy of ~ 5 nm, which indicates ~ 5 
nm accuracy in thickness ( ~ 0.5%), while typical accuracy of the MOCVD growth is only a few 
percent. It was assumed in the above that the bandgap of the active layer was known, but in 
actual practice the bandgap of the active layer changes by about ± 5 nm in successive growth 
runs, so this variation reduced the chance of a successful device even more.  A ridge waveguide 
configuration would alleviate these problems by providing a free spectral range in the order of a 
few nanometers, so that there is always a resonance wavelength within the ~ 5 nm detuning 
range. 

Lowering the optical threshold benefits the results, since the change of index versus 
optical intensity in a quantum well active layer shows a saturation characteristic.  This means 
that material sensitivity decreases at higher optical power densities, and for a given input optical 
power, one can obtain a higher total change of phase if the nonlinear medium is elongated in the 
optical propagation direction (resulting in a lower optical density).  Therefore, bistable ridge 
waveguides can fundamentally provide a higher sensitivity and lower optical threshold than their 
vertical counterparts. Finally ridge waveguide geometry has obvious advantages over the vertical 
cavity geometry in terms of any potential integration.  

 
3.3.5.3 Waveguide Bistable Etalons 

 
 Sarnoff Corporation provided samples of waveguide devices which had been developed 

for another program. Details of those structures were not provided, but their experimental results 
showed that bistability was observed. Figures 3-24 and 3-25 show the experimental results from 
Sarnoff and SNDP, respectively. When the input pulse was on the falling edge, the output of the 
device remained highly transmitting with respect to time. This program was ended before SNDP 
could investigate waveguides further, but these results indicate that the conceived SNDP 
architecture could be realized.  
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Figure 3-24. Sarnoff’s measured results on bistable waveguides. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Figure 3-25. SNDP’s measured results on bistable waveguide. 
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3.4 Photonic ADC Architecture Conclusions 

 
There are, in summary, several important advantages for quantizers making use of a SA 

based configuration. The RF signal is sampled optically and remains in optical domain, so the 
electronic signal is free of distortion.  An advantage of this technique over some others is that 
photodiode linearity is not a limitation because the photodiodes are used as comparators with no 
need to sample the entire dynamic range. 

It is also significant that in this flash architecture, using SAs actually allows the 
electronic comparators to have a single reference voltage, which alleviates the difficult task of 
holding and deciphering differential voltage levels. This key feature differentiates the in-house 
photonic ADC system from traditional electronic flash architectures.  In an electronic, flash 
architecture, 2N reference voltages are required, and in a system with a large number of bits, it is 
difficult to accurately generate and stabilize these voltages. By using passive SAs, rather than 
electronically controlled switching elements, and by avoiding the use of electronic ADCs, the 
power requirements may be much lower than in other photonic schemes, although the resolution 
limit is unknown at this point. In contrast to other photonic ADCs, the basic components of this 
ADC may be integrated on a single substrate using integrated electro-optic techniques.  The 
multi-gigahertz requirements of photonic ADCs can be met by exploiting the ultrafast processing 
speed of the multiple quantum wells (MQWs) that comprise the SAs as well as EAMs and 
photodiodes.  As previously mentioned the ultimate speed of the system may still be limited by 
the convergence time of the etalon as well as the electronic comparators. SAs in a waveguide 
etalon configuration are essential to offer a viable solution. Finally, in addition to the physical 
size and power consumption, the SA based architecture conceptually is much less complex than 
the other photonic schemes.   
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Chapter 4. Electro-Absorption Modulators 
 
 
4.1 EAMs: Evolution of the State of the Art 

 
The success of this particular in-house ADC architecture, and that of many other ADC 

designs, relied on the advancement of mode-locked lasers and electro-optic (E-O) modulators. 
The front end of the ADC architecture system used a mode-locked laser and an E-O modulator to 
sample the RF input signal; together they comprise the “RF link portion”. SNDP worked closely 
with Professor Paul Yu from UCSD on electro-absorption modulator (EAM) technology; his 
group provided sample devices and extensive consulting with regards to theoretical issues. The 
productive collaboration included test fixture design as well as specialized device 
characterization methods. This chapter discusses E-O modulators, explains the advantages of 
EAMs, and follows with an overview of UCSD’s contractual research results for electro 
absorption modulators. Further discussion is provided in the final reports(57-60). Lastly, the in-
house experimental setups, procedures, and test results are described for the EAM devices.  

There are primarily three competing material systems used for high speed electro-optic 
modulator devices: lithium niobate (LiNbO3), semiconductors, or polymers.   LiNb03 Mach-
Zehnder (MZ) modulators are commercially available and are useful for laboratory 
demonstration, but their Spur Free Dynamic Range (SFDR), or linearity, falls short of that 
needed in many Air Force applications. The modulators used in high resolution photonic ADCs 
and RF links typically require a SFDR greater than 130 dB Hz2/3, whereas state-of-the-art MZ 
modulators have a SFDR of approximately 110 dB Hz2/3.  Polymer modulator technology is not 
as mature as that of LiNbO3 or semiconductor devices, and cannot be readily integrated with the 
other components of a semiconductor based ADC system.  Such devices use a Mach-Zehnder 
configuration, so the required interaction length of several centimeters makes multi-device 
integration in an ADC even more difficult.   

A fundamental advantage of EAMs over established LiNbO3 MZ technology is the 
flexibility to linearize the performance by suppression of the 3rd order intermodulation product 
(IP3). With its sinusoidal transfer curve, a single stage MZ at quadrature suppresses  even order 
effects, but cannot suppress any odd order (3rd in particular) effects regardless of bias value. MZ 
devices can only be 'linearized' (suppression of 3rd order slope of IP3) by the use of specially 
designed multiple stage MZ or directional coupler devices(61,62), which add significant 
complexity to fabrication and operational control.  

The EAM approach places the design effort on the media itself. The single waveguide 
stripe itself involves little complexity and no interferometric effects. The 3rd order slope of IP3 
can be directly suppressed at a proper bias, and if the transfer curve characteristics can be 
tailored properly, 2nd and 3rd order intermod products can be simultaneously suppressed to yield 
a highly linearized device. To achieve optimum modulator linearity, several trade-offs are 
involved for Vπ, material thickness, length, and electrode design.  

The expression for the dynamic range of a modulator shows that SFDR is inversely 
proportional to noise figure, gain and bandwidth. Therefore a greater bandwidth or gain due to 
improved technology does not improve SFDR, unless the IP3 can be improved as well.  In depth 
equations are described by Welstand(63), 
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With EAMs it is the effects at the edge of the material’s bandgap that are exploited, in 
particular electro-absorption and electro-refraction.  EAMs make use of the Franz-Keldysh 
Effect (FKE), or the Quantum Confined Stark Effect (QCSE), or simultaneously a combination 
of those. The p and n doped materials act as cladding layers in a waveguide, which confines the 
light propagation. The absorption at a fixed wavelength can be controlled with the reverse bias 
voltage applied to the modulator, and this change in absorption with applied electric field results 
in a shift of the band-edge to longer wavelength. A transfer curve for an EAM can be used to 
model those characteristics(64): 

 
                                                         LV

eEA etVT )()( γα−=                                                  (4-1) 
 Where TEA is the transmission, γ is the confinement factor, α(V) is the absorption coefficient at a 
DC bias, and L is the waveguide length. Figure 4-1 illustrates modulation of the optical signal by 
RF input(63). 

 

Figure 4-1.  Modulation by RF input signal given by an optical transfer curve(63). 
 

The term “slope efficiency”, often discussed in EAMs, is the derivative of the normalized 
transfer curve (TN) with respect to voltage. Because EAMs are not sinusoidal, they do not have a 
Vπ (180 degree phase change at a particular voltage) as do Mach-Zehnder modulators. However, 
by using the slope efficiency an equivalent Vπ can be calculated, so the performance 
characteristics of EAMs can be compared directly with those of Mach Zehnder devices(63, 64):  
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Low Vπ is necessary for a high RF link gain; the ultimate goal of most work in this field is to 
achieve Vπ< 1.0 V. 

Examination of equation 4-3 shows that the link gain is directly related(63) to the slope 
efficiency by,   
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where optP  is the optical power, insη  is the insertion loss, detη is the detector efficiency, and Rin 

and Rout are the input and output impedance. To achieve high RF link gain, the EAM needs high 
optical power handling with low loss coupling to single mode fiber. Low optical residual 
propagation loss is required to ensure small insertion loss, and a large optical/microwave field 
interaction volume is needed to yield a low Vπ for high RF link gain. In summary, improving the 
optical insertion loss, optical power handling, or Vπ can lead to improved gain, IP3 and noise 
figure. During this effort Paul Yu examined various methods of improving on these factors, and 
in-depth analysis for those is given in the final reports that were submitted(57-60).  

Figure 4-2 illustrates the evolution of EAM waveguide design. Traditional EAMs have a 
strongly confining intrinsic layer in the PIN structure so the optical mode tends to be elliptical. 
To improve on optical power handling, insertion loss, and linearity, a more circular mode can be 
obtained by designing the device to have a large optical core (LOC). This facilitates the coupling 
and improves the mode matching to a fiber. There are several distinct types of LOCs; earlier 
designs focused on a LOC with the active EA layer sandwiched between the waveguiding layers 
on each side. The dilute core is another type of LOC; it is asymmetric with respect to only the 
waveguiding layer on the lower side of the active layer, while the EA layer still has a large 
confinement factor similar to the symmetric LOC. The peripheral coupled waveguide (PCW) 
differs from the dilute core in that the confinement ( ~ 4%) in the active layer is very small and 
the optical mode is mainly in the waveguiding layer, so it may be viewed as an extreme case of 
the single-sided LOC (dilute core). The designs which evolved in this manner greatly improved 
on the optical power handling capacity, hence also the linearity. 

Figure 4-2. Schematics of EAM waveguide evolution. 
 
In conventional EAMs large bandwidth and high slope efficiency require a traveling 
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optical and microwave waveguides results in a compromise of EA thickness. Residual absorption 
gives a high propagation loss limiting device lengths to 200-300 µm(58,65). These short lengths 
with thick EA layers preclude a small equivalent Vπ and yield high propagation losses causing 
large insertion losses. In addition, photogenerated electro-absorption current per unit length also 
limits the highest optical power handled by the device, but longer TW designs can overcome 
some of these obstacles. 

Modulation bandwidths for TW-EAMs were measured to be > 50 GHz(65). The TW-EAM 
modulation frequency response is determined by the waveguide properties, including waveguide 
impedance, microwave velocity and microwave loss. Long device length can increase the 
optical/microwave interaction, which promotes higher modulation efficiency. Professor Yu 
determined that maximum link gain was achieved with a waveguide length of ~ 200 µm(58,65).  
He also demonstrated that proper termination for short TW-EAM breaks the RC-limit rule for 
bandwidth.  With 50 Ω termination, an L-EAM bandwidth is 20 GHz and a TW-EAM was 21 
GHz. At 22 Ω termination, an L-EAM improved to 30 GHz and a TW-EAM was greater than 50 
GHz.   

Improving the optical power handling was demonstrated in a PCW EAM, where the 
optical core layer was undoped. The microwave electrode design could, therefore, be decoupled 
from the optical design. The microwave electrode’s location, including the EA region, was 
peripheral to the optical waveguide mode, but within its evanescent field. The low confinement 
factor in the EA layer reduced the photogenerated current per unit length, and greatly enhanced 
the power handling of the EAM. The design of the microwave electrode affects the optical mode 
minimally, so a small EA thickness could be used to lower Vπ. Since the guided optical mode 
was also further from the surface, it experienced lower propagation loss (< 2 dB/mm) and 
reduced the insertion loss significantly. This method also permitted waveguide lengths exceeding 
a millimeter, thereby allowing even lower Vπ  to improve the RF link gain 15 dB over that of a 
conventional TW-EAM. Lastly the optical waveguide also had a larger and more symmetric 
mode shape to better match that of a single mode fiber (See PCW insert in Figure 4-2). Typical 
conventional MQW TW-EAMs have a small optical saturation power, ~ 2 mW.  UCSD 
demonstrated PCW EAM use with high optical power of ~ 80 mW before saturation(66). Even 
with a footprint on the order of millimeters, PCW structures are still an order of magnitude 
smaller than traditional Mach-Zehnder modulators, and are inherently compatible with 
semiconductor based device integration.  

Another way to improve the device optical power handling is to incorporate intra-step-
barrier quantum wells (IQW) in the active region(59,67,68).  IQWs are essentially a quantum well 
within a quantum well. A portion of the well is replaced by the higher bandgap materials and the 
step barrier works as a barrier for the holes. An example of the structure is shown in Figure 4-
3(59,67,68). 

Figure 4-3. Schematic of IQW(59,67,68). 
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Normally the saturation optical power of the MQW EAM is relatively small due to the 
carrier pile-up in the well, which leads to electric field screening and optical saturation. This can 
be improved by using materials with a small valence band offset, e.g. InGaAs/InAlAs, 
InGaAsP/InGaAsP) to increase the electric field and reduce the pile-up screening effect. Simply 
increasing the bias voltage is not effective because of the associated drop in gain (slope 
efficiency). 
  The IQW design suppresses the onset of electroabsorption as Yu explains(68) in depth, 
 

[At zero electric field (A) in Figure 4-4], the electron in the conduction band is rather 
loosely confined over the whole well region, while the hole is tightly confined in the deeper 
intrawell, mostly due to the effective mass difference. As the electric field is applied (B), in 
the -z direction, the electron envelope wave function moves in the +z direction, while the hole 
envelope wave function spills over the intra-step-barrier in the -z direction. Up to this point, 
the overall transition energy shift is very small or even a little positive (blueshifted). This is 
because the hole energy level increases with the electric field although the electron energy 
level decreases. Hence, the normal redshifted QCSE is effectively suppressed.  With the 
electric field further increased, the energy shift becomes negative (redshifted), as the hole 
envelope wave function spills further over the intra-step-barrier (C), and the hole energy level 
starts to decrease. Also the oscillator strength, which is proportional to the square of the 
spatial overlap integral between the electron and the hole envelope wave functions, changes 
dramatically as the hole envelope wave function spills over the intra-step-barrier. At a larger 
field (D), the hole is mostly confined over the intrastep- barrier and the oscillator strength 
becomes very small. Therefore, optical saturation power is increased by suppressing the onset 
of the quantum confined Stark effect (QCSE) to higher voltages.  

Figure 4-4. Schematic of confinement as bias is applied to IQW(68). 
 

4.2 Experimental System for Testing EAMs 

 
SNDP has also worked contractually with UCSD to promote the development of electro-

absorption modulators and leverage Paul Yu’s world leading expertise. UCSD provided SNDP 
with modulators, and a test system was built to be capable of characterization up to 40 GHz 
bandwidth.  This enabled SNDP to establish experience in the testing of EAMs, which was also 
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required for the team to provide third party testing of such devices for AFRL’s Wideband Agile 
Receiver (WAR) program(69,70).   

A photo of part of the in-house optical assembly is shown in Figure 4-5 with a cartoon 
schematic inserted.  A microscope views the devices from the top and a photo of some EAMs are 
shown in the next figure. The EAMs were cleaved from the wafer so that the waveguide arrays 
could be carefully silver-epoxied to a copper mount without damage to the end facets. Newport 
ULTRAlignTM stages allowed lensed fibers to be precisely aligned at the input and output 
interface of the device. A JDSU fiber coupled laser diode was used as the source, because at that 
time, it provided the lowest value of relative intensity noise (RIN) (~ -160 dB/Hz). The 
polarization was oriented with controllers and optimized for maximum slope efficiency. Most 
EAMs are polarized horizontally to the substrate and thus correspond to a TE polarized state. 
EAMs can also work with TM polarization, but not as efficiently. The collecting lensed fiber was 
connected to a fiber pigtailed photodiode, which sent the RF information to the test equipment. A 
ground-signal-ground (GSG) coplanar 40 GHz probe with 50 µm spacing from Cascade 
Microtech was used to deliver the DC bias and RF signal.  

Figure 4-5. Experimental setup for testing EAMs. 
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Figure 4-6. Top view of EAMs with lensed fibers shown at input/output. 
 

Because EAMs were at least 180 µm long, special mounts had to be machined, one for 
the EAM mount and one to adapt to the Newport ULTRAlignTM micro-positioning stages. These 
schematics are shown in Figure 4-7.  It was critical that the mount’s width be less than the EAM 
length, so as to allow efficient input/output coupling of fibers. The EAM mount screwed to the 
machined ULTRAlignTM adapter as shown in the figure. 
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Figure 4-7. Custom mounts for mounting EAMs into experimental system. 
 

4.3 Procedures for Testing EAMs  

 
After visual inspection of devices under the microscope, electronic characterization was 

performed. The first step involved probing the devices to obtain a characteristic I-V diode curve. 
An Agilent 4155C semiconductor parameter analyzer (SCPA) was used to test these devices by 
scanning the reverse bias to determine the breakdown voltage. The voltage output was connected 
to the probe cable and the current generated in the modulator due to the applied bias was 
monitored. Typical I-V traces are shown in Figure 4-8 and represent characteristic diode 
behavior. The acquisition and storage of the measured data was performed with LabVIEW 
software, and Appendix A shows the LabVIEW user window and wiring diagram for the 
instruments. The user simply entered the instrument address and the X and Y axis names. If there 
was another variable to be monitored, a second set of axes could be entered and designated by 
X2 and Y2. (Note: “Time” is mislabeled on the X axis on the graphical user interface shown in 
the appendix, but the data with this program was captured correctly.) 
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Figure 4-8. I-V trace of a lumped element QW LOC device 215 µm long. 
 
After a device functioned electrically, it was optically tested to verify that light coupled 

into and out of the waveguide. The most direct method for this was to treat the modulator as a 
detector and use the same instrumentation. A variable voltage was still used and the current was 
monitored from the diode in the same way. A second variable was entered to provide a constant 
voltage to bias the detector, and its current was monitored through a second port. (Note: A 
different power supply can be used to bias the detector, but it was simpler to monitor the current 
of the detector using the instrument). As light was injected via lensed fiber into the device, the 
modulator current increased. This was maximized by adjusting the fiber position and monitoring 
the instrument’s display. Once the fiber position was optimized, the other end was disconnected 
from the fiber coupled laser and connected to the detector. In turn the laser was connected to the 
fiber on the other side of the modulator and the alignment procedure repeated. Once the second 
fiber was aligned, the original configuration was restored. This gave good approximate optical 
alignment, and sufficient power was generally coupled into the detector to see the current 
generated on the SCPA. The positions were then “tweaked” and the polarization adjusted to 
provide optimal optical performance for the transfer curve data. An example of the output is 
shown in Figure 4-9 for ~ 2 mw input. This was examined for input power levels from 0 dBm up 
to the saturated maximum value, while watching for residual leakage, which results if the 
transfer curve at large input power fails to exhibit extinction at a large reverse bias.  
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Figure 4-9. Transfer curve of a lumped element QW LOC device 215 µm long. 
 
 RF measurements could be performed once optical alignment was obtained. These 

included frequency response, gain and SFDR measurements, all of which are found from 
derivatives of the transfer curve. The derivatives were obtained with computational software or a 
spreadsheet, such as MathCAD and Excel. The data was imported, fit to a higher order 
polynomial, typically 7th order, and the derivatives calculated. An example MathCAD 
calculation is shown in Figure 4-10. When the 1st derivative is a maximum, the 2nd derivative 
equals zero. When the bias voltage was set to meet that condition, the EAM had optimal 
broadband performance. This is because the second order intermodulation products were 
minimized, so that only effects of higher nonlinear order, with smaller magnitude, limited the 
SFDR. 
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Figure 4-10. MathCAD derivatives for a commercial EAM Cyoptics with 2 mW input. 
 
The frequency response was measured with Agilent’s 86030A Lightwave Component 

Analyzer, comprised of a spectrum analyzer, 8510C vector network analyzer (VNA), 8717 B S-
parameter test set, and 86032A Lightwave test set. The advantage of this system was that there 
was an internal 1550 nm laser diode and a calibrated internal photodiode. The system guided the 
user through a full calibration prior to use and provided straightforward RF frequency S11 
(reflection) and S21 (throughput) measurements. One port measurements were used for EAM 
devices. Calibration was first performed up to the connection of the probe, so that subsequent 
measurements included contributions from the probe and the device under test.  

To deconvolve the probe contribution from the measurements, a routine was written with 
MatLab (See Appendix B). Probes typically come with S parameter data which can be read into 
a file and mathematically eliminated. If this data is not available it can be measured as follows: 
The calibration is performed up to the connection of the probe to eliminate all effects from 
cabling and connectors. A ceramic calibration standard (ours from Cascade Microtech) was used 
to probe and measure an open, short and load. A picture of this calibration standard is shown in 
Figure 4-11.   Each data file was saved and then read into the program so that file names matched 
the parameter names in the program.  
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Figure 4-11. Open, Shorts and Loads on a ceramic substrate used for calibrating out a probe. 
 
If a Lightwave Component Analyzer is not available, the same measurements can still be 

performed with a standard VNA, an S-parameter test set, an external laser and detector. The test 
setup is shown in Figure 4-12. Calibration would be carried out the same way for the probe, but 
the detector would be characterized and calibrated to cancel out its contributions. The S 
parameter data for a detector can be obtained from the manufacturer or one can measure it using 
the VNA, and its data would be then called into the OurCaliMod routine (Appendix C). When 
using the Lightwave approach, the lines of code related to the detector information are 
commented out because the Lightwave system automatically accounts for the internal detector 
during the calibration routine. When not using the Lightwave approach these lines of code need 
to be enabled.  
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Figure 4-12. Experimental setup for measuring the frequency response if a Lightwave analyzer is not 
available. 

 
Figure 4-13 shows frequency response results of a lumped element (LE)-QW LOC 

modulator with a length of 215 µm tested in-house by the methods described above. The 3 dB 
roll off point was ~ 4.5 GHz and remained there out to at least 7 GHz. There is a sharp low 
frequency roll off from 0.2 to 0.5 GHz, likely due to errors in the calibration or measurement. 
Another sharp roll off at ~ 3.5 GHz occurs for S21 (throughput) while an increase in S11 
(reflection) occurs at the same frequency. This peculiar behavior was repeatable but the reason 
for it is not known.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 4-13. S-parameters measured with probes contributions deconvolved from the measurement for a LE 
QW LOC-- 215 µm long.  

 
The next test to characterize EAMs was the measurement of linearity, or SFDR. To have 

unambiguous results it is necessary to ensure that the detector itself is sufficiently linear so that 
its IP3 contribution is negligible. The high power, large bandwidth, high speed detectors 
(Discovery Semiconductor # 30S) used in our experiments met that requirement.  
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If an uncharacterized detector is to be used, however, the following procedure needs to be 
performed. The experimental setup is shown in Figure 4-14.  Two MZ polarization dependent 
modulators are used and need to be controlled with the input. After the modulators and before 
the coupler, the polarization of the arms must be orthogonal, which is indicated when the noise 
floor on the spectrum analyzer is a minimum. No more than 10 dB optical input power should be 
used.  The bias is set so that the IP2 signal is nulled on a spectrum analyzer, while the 
fundamental and IP3 remain.  When the laser is turned off, so as not to excite the detector, the 
RF will still pass.  If IP2 is observed, such as 2f1 - f2, then it is from the detector, and it can be 
measured by turning the laser back on.  

The saturation of the detector also needs to be known or measured to ensure that it 
remains in the linear region. Measuring this is more difficult and requires three lasers near the 
same wavelength as shown in Figure 4-14. The optical power at which the detector response rolls 
off identifies the 1 dB compression point, and the detector should not operate beyond it.  The 
upper two lasers in the diagram beat together and generate the RF signal for this test. The 
wavelength is controlled through the phase locked loop, and the optical attenuators allow the 
power to be varied so as to generate the RF vs. Optical Power curve.  

Figure 4-14. Experimental setup to measure the linearity of a detector. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Figure 4-15. Experimental setup to measure the 1-dB compression point of a detector. 
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Once it is verified that the detector is sufficiently linear, the SFDR measurements can 
take place. The experimental system used is shown in Figure 4-16, and the instruments were 
automated using LabVIEW. The user interface panel and wiring diagrams are shown in 
Appendix D. This experiment mixed two RF signals customarily separated by 10-20 MHz. As 
with traditional electro-optic modulators, the second order intermodulation product can be nulled 
at the particular bias where the 2nd derivative of the transfer curve equals zero. This is observed 
experimentally by monitoring the IM product while scanning the bias voltage. The ideal bias 
point may exhibit some drift so the measurements should be carefully monitored. Once the IP2 is 
nulled, the fundamental and IP3 are measured as a function of increased RF input power. When 
these two are plotted, the SFDR can be graphically displayed or calculated.  

Figure 4-16. SFDR experimental setup. 
 
The LabVIEW interface allowed the user to enter the instruments’ addresses and the 

desired frequencies along with any offset the RF sources may have. The span and resolution 
bandwidth of the spectrum analyzer were set as well as the RF power range and power 
increments. A toggle switch was available to turn on and off the second order measurements, 
though the program operated faster with it off. The noise floor was calculated and then entered 
into its appropriate cell, and the calculation was performed using a MathCAD routine and is 
shown in Appendix E. The data was read into an Excel spreadsheet some plots of which are 
shown in Figure 4-17.  
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Figure 4-17. SFDR measurements of early devices. 

 
As previously mentioned EAMs are capable of nulling IP3, which is particularly 

applicable to narrowband applications. When the bias is set to null the 3rd order derivative, the 
IM3 exhibits a 5th order slope dependence, which yields a higher SFDR. The same automated 
program was used to measure this dependence, and the best measured results were obtained at 
UCSD for a PCW device(60,66).  

The wideband and narrowband measurements performed by UCSD are shown in Figure 
4-18. The SNDP test facility was not prepared at that time to perform independent measurements 
on those particular devices. Other sample devices were provided in order to develop the proper 
alignment, probing, interfacing and all other necessary handling techniques, and they were 
largely used up in that process. The experience gained enabled most of the testing methods to be 
successfully developed subsequent to the termination of this project. Those results will be 
reported in full detail in the current in-house EAM project.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 4-18. Wideband and narrowband SFDR results for a PCW device(60,66). 
 
In summary, substantial time and effort was required to build up the highly specialized 

physical test system and to develop the associated LabVIEW routines for automated control and 
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data acquisition. SNDP’s methods, which were in some respects more efficient than those 
implemented at UCSD, were shared with them so as to advance the instrumentation control used 
in their characterization. For measurements that require full device characterization beyond 10 
GHz, SNDP’s capability exceeds that of UCSD; this could assume critical importance now that 
EAM devices approach the performance entailed in recent broadband AF system specifications.  

Another major problem involved the fragile unpackaged nature of the devices provided. 
The waveguides were usually in bar form, and often did not function properly, either electrically 
or optically. For this reason the SNDP Semiconductor Modulator development team is 
expanding the project’s scope to include theoretical modeling, fabrication, and simulation 
capability.  The other goal is to augment UCSD’s lack of packaging expertise; SNDP will 
coordinate the engineering needed to provide more robust and stable devices that are ultimately 
more suitable for Air Force applications.  
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Chapter 5. Mode-Locked Lasers 
 
 
5.1 Mode-Locked Lasers for ADC Applications 

 
The mode-locking of a laser refers to the generation of ultrashort pulses with 1x10-12 to 

10-15 s pulse widths; their generation in a laser cavity can be achieved by a variety of methods.  
Many parameters need to be considered when choosing a mode-locked laser for use as a 
sampling source in a photonic ADC; of particular importance are pulse width, pulse repetition 
rate, power, size and stability.  The pulse width determines the width of the aperture sampling 
window. Its maximum width,τ, is given by 
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where N is the number of bits of ADC resolution, and fmax is the maximum analog input 
frequency(19, 71).  For example, for a specification that breaks the Walden Wall limit, a 10 GS/s 
sample rate (5 GHz BW) ADC with 12 bits of resolution, the maximum pulse width allowed is 
2.4 ps, while a 100 GS/s sample rate (50 GHz BW) ADC with 4 bits requires a maximum pulse 
width of 3.9 ps.  These pulse widths can be generated using a variety of lasers, but the repetition 
rate of the laser determines the sampling speed of the ADC.  Using the Nyquist theorem, an 18 
GHz RF signal must be sampled at a minimum of 36 GS/s, requiring a laser with a 36 GHz 
repetition rate.  The required laser power is dependent upon the ADC system architecture, and it 
must be high enough at the receiver to yield an acceptable SNR.  Closely tied to the power 
requirement is the size of the laser; it should be small enough to allow integration or to permit 
remote distribution to a series of photonic ADCs. 

Laser stability is the most important parameter that needs to be considered for a photonic 
ADC; stability refers to both the amplitude fluctuations and the timing jitter of the pulse train, 
and both of those lead to errors in the sampled signal.  Timing jitter, defined as fluctuations in 
the laser repetition rate or variation in the pulse to pulse arrival time, is given by: 

                                           ∫=
H

L

T

f

fm
J dffL

f
)(2

)2(
1
π

σ                                                   (5-2) 

 
where fm is the mode-locking frequency, fL and fH are the frequency limits of the integration, and 
L(f ) is the spectral density in dBc/Hz (71). 

 Compared with amplitude fluctuations the timing jitter is not as easily controlled, but a 
mode-locked laser with ultra-low timing jitter is essential for a high resolution ADC.  The 
maximum allowable timing jitter, δt is given by((19, 71) 
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To look again beyond the Walden Wall limit, a 10 GS/s sampling ADC with 12 bits of resolution 
requires less than 7.8 fs of jitter and a 100 GS/s sampling ADC with 4 bits of resolution requires 
less than 198.9 fs of jitter.  Extensive research efforts were, therefore, initiated, both contractual 
and in-house, toward developing a laser with a timing jitter less than 10 fs.  Haus(72) showed that 
timing jitter was primarily due to cavity length fluctuations, which result in fluctuations in the 
pulse arrival time. This is particularly true of passively mode-locked lasers where the cavity 
length exclusively determines the pulse repetition rate.  In actively, as well as passively, 
controlled mode-locked lasers, fluctuations in the cavity length are in part due to environmental 
instabilities.  Temperature fluctuations within the cavity medium, such as erbium-doped (Er-
doped) fiber, can lead to cavity length changes on the order of several microns, and thereby alter 
the repetition rate by hundreds of hertz(73). Smaller fluctuations, such as cavity vibrations cause 
fluctuations at acoustic frequencies, which have a much smaller effect on the repetition rate than 
the temperature fluctuations.  Amplified spontaneous emission also affects the cavity length 
through carrier density fluctuations which directly affect the index of refraction.  Fluctuations in 
the index of refraction, which also results in modulation of the cavity length(72).  

SNDP examined the timing jitter associated with several different semiconductor laser 
systems, which were potentially very compact and could be integrated with the other components 
forming the ADC system.  Their jitters are summarized in the table below(74). 

 
Table 5-1. Comparison of residual timing jitters among certain laser systems. 

Laser System and 
Mode-locking Technique 

RMS Timing Jitter 

Active monolithic 530 fs 
Passive monolithic 12.5 ps 
Hybrid monolithic 1.13 ps 
Active external 65 fs 
Passive external 12.2 ps 
Hybrid external 980 fs 

 
As shown in Table 5-1, active external cavity lasers were reported to have the lowest 

timing jitter.  External cavity semiconductor lasers are composed of a semiconductor gain 
medium placed between two external mirrors.  Active mode-locking refers to the placement of a 
shutter, such as an E-O modulator, within the laser cavity.  An external frequency source then 
controls the opening and closing of the shutter allowing precise timing of the pulses within the 
cavity.  Active mode-locking also allows the precise repetition rate to be maintained even if 
multiple pulses propagate within the laser cavity, so this technique allows pulse repetition rates 
of tens of gigahertz to be routinely generated.  Because of the small physical dimension of the 
semiconductor gain medium relative to the free-space length of the rest of the cavity, the 
temperature and refractive fluctuations are also smaller than those of a monolithic semiconductor 
laser. The resulting timing jitter is therefore low as well, being only several times greater than the 
10 fs figure for a state-of-the-art electronic frequency synthesizer(75).   

 
5.2 Contractual Laser Development with CREOL 

 
Since the beginning of this effort, SNDP collaborated with Professor Peter Delfyett, of 

the University of Central Florida/School of Optics, to develop a compact, mode-locked 
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semiconductor diode laser with characteristics for ADC application. To better understand the 
noise properties of mode-locked lasers, he studied the supermodes, which produced the spurs 
shown at > 1 MHz in the left graph of Figure 5-1. The relationship between noise and cavity 
length can also be better understood when looking at that figure.  Short cavities have higher 
fundamental frequencies and lower supermode noise, but they have higher phase noise, or timing 
jitter. Longer cavities have lower fundamental frequencies and lower phase noise (less timing 
jitter), but they exhibit higher supermode noise.  Ideally a long cavity provides low fundamental 
frequency and low supermode noise, while the desired repetition rate is obtained by harmonically 
mode-locking the laser so that many pulses are simultaneously present in the cavity.  

Figure 5-1.  Phase noise comparison of harmonically and fundamentally mode-locked lasers and the trade-off 
between short and long cavity lengths(76). 
 

The suppression effect in a long cavity is depicted in Figure 5-2. This laser demonstrated 
the lowest ever phase noise (jitter = 18 fs) and amplitude noise (0.05%) for an external cavity 
diode laser from 10 Hz to 10 MHz(76,77). This performance would support nearly 10 bits of 
resolution. The supermode suppression was achieved by using a very narrow Fabry-Perot filter 
within the cavity. Professor Delfyett also successfully measured the phase noise side-bands to the 
Nyquist frequency of 5 GHz, whereas most research groups mathematically integrate only over 
the frequency range of interest, well short of the Nyquist value. Measuring results to the Nyquist 
value gives an extremely accurate representation of the overall noise present in the sampling 
system.  
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Figure 5-2.  Schematic demonstration that a single laser diode could routinely generate optical sampling 
streams at 80 GS/s(76,77).   
 

The productive collaboration with Peter Delfyett provided the in-house team with an in-
depth understanding of the fundamentals of laser noise. More information on related efforts as 
well as details on those cited here is found in the final technical reports(76,78). 
 
5.3 In-House Fiber Laser Development 

 

 5.3.1 Coupled Opto-Electronic Oscillator 
 

SNDP has devoted considerable in-house effort to constructing erbium-doped fiber lasers 
(EDFLs)(79,80) of both active and passive mode-locked designs.  The passively mode-locked laser 
incorporated a saturable absorber, but its 6 ps of timing jitter made it unsuitable for use in a 
photonic ADC system. New fiber laser designs based on active mode-locking had to be 
developed; one of these versions was a coupled opto-electronic oscillator (COEO), which is 
shown in Figure 5-3. The cavity was based on JPL’s COEO design(81) and was shown to have 
low phase noise with sidemode suppression > 30 dB. No RF drive source is needed with a 
COEO design, which is extremely important when considering Air Force system size and power 
requirements.  

The center frequency of the bandpass filter determined the laser mode-locked frequency.  
SNDP’s COEO had an operating frequency of 10.0113 GHz, with a fundamental frequency of 
7.55 MHz. When driven with an RF synthesizer, the optical ring cavity of the COEO produced 
an average output of 28 mW, with peak power of 90.6 mW for 15.9 ps pulses of 0.82 nm optical 
spectral width. The COEO was, however, unstable without the RF driver due to the RF filter’s 
narrow passband (f3dB ~ 25 MHz), which allowed multiple frequencies to simultaneously 
oscillate. When a second filter was incorporated to suppress the higher order frequencies that 
passed the RF filter, quasi-stable mode-locking was observed.  The filter used was single-poled 
with a 3 dB width of 50 MHz.  Being wider than the 25 MHz filter, it allowed more frequencies 
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to pass, but being single poled, it did not exhibit the problem of passing the higher order 
frequencies.  This pre-filter stabilized the COEO by not allowing the higher order signals to 
reach the narrow 25 MHz filter, and in this configuration the filters had the desired effect.  The 
drawback of using the two filters in combination was an extremely high loss in the RF leg of the 
COEO.  The amplification required to restore those signals to the proper levels for modulation, 
added significant noise to the RF signal and increased instability in the laser. Better filters and 
amplifiers were needed to improve operation and to reduce the phase noise to a level comparable 
with Delfyett’s actively mode-locked diode laser system.  

Figure 5-3. Schematic of a coupled opto-electronic oscillator (COEO). 
 

 5.3.2 High Concentration Er-Doped Fiber Laser 
 

Fiber lasers have less low frequency phase noise due to their longer cavities and warrant 
further investigation even if they can not be directly integrated in a chip compatible format. The 
length (typically meters) of the erbium (Er)-doped fiber gain medium does add some complexity 
to the packaging; however, it can be reduced if the Er-ion concentration in the fiber is increased. 
Small devices also suffer less environmental effects, so the performance of an EDFL as a 
function of ion concentration within the gain medium was investigated.  Results of mode-locked 
lasers with Lucent HE980, HG980, and HC Er-doped fibers were, therefore, compared with 
regards to output power as a function of length, concentration, pulse width, spectral bandwidth 
and phase noise. 

The setup for the mode-locked ring laser is shown in Figure 5-4.  A JDS Uniphase 
QLM95476 980 nm laser diode with 120 mW of optical output power pumped the gain medium 
through a 980/1550 nm wavelength division multiplexer (WDM).  The Er-doped gain medium 
was fused to an OFR IO-H-IR2 1550 nm isolator to ensure unidirectional propagation in the 
cavity, and a 50/50 splitter served as the output of the cavity.  A polarization controller was used 
to optimize the input polarization into the 20 GHz JDS Uniphase 10020465 lithium niobate 
modulator, which was used to mode-lock the cavity.  A JDS Fitel TB1500B tunable bandpass 
filter with a 3 dB bandpass of 1.4 nm was used to control the operating wavelength, and the 
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output of the filter was fused back into the 1550 nm leg of the WDM to complete the ring cavity.  
Following the 50/50 output coupler, a 1x4 optical splitter was connected to various diagnostic 
instruments described as follows.    

The average optical laser output was measured with Newport 835 power meter having an 
IR 818 detector. The optical spectrum was characterized using an Anritsu MS9701B optical unit 
with a MS9030A display unit set at a resolution of 0.1 nm.  Pulse width was displayed by an 
Inrad 5-14-LD autocorrelation, and a high speed Antel DB-28 detector with 25 ps rise-time was 
used to observe the mode-locked pulse train.  This split output was shown on an Agilent RF 8565 
EC spectrum analyzer, while the other half was used to display the output pulses on a HP 
54750A oscilloscope with a 54752A 50 GHz module and 54118A trigger box.  The absolute 
phase noise of the laser was measured with an E5500 HP phase noise measurement system. The 
use of the RF spectrum analyzer in combination with the digital oscilloscope ensured that the 
laser was well mode-locked throughout the process. 

Figure 5-4. Mode-locked ring laser configuration using high concentration Er-doped fibers for the gain 
medium. 

 
For each test the cavity configuration remained the same except for the three different Er-

doped fibers with successively increased concentration of Er-ions.  The fibers under test were 
Lucent Technologies HE980, HG980, and HC with Er-ion concentrations of 5.7 x 1024/m3, 26.5 
x 1024/m3, and 60 x 1024/m3, respectively, with peak gains of 3.5 dB/m, 15.5 dB/m, and 55 dB/m 
near 1530 nm. The length of the gain medium was optimized for maximum output at 1550 nm 
and minimized for 980 nm output using the power meter.  The fundamental cavity frequency was 
determined using the same RF spectrum analyzer.  The laser was then mode-locked harmonically 
from 1 to 25 GHz at 1 GHz intervals, and the average optical power, optical spectral width, and 
auto-correlated pulse widths were recorded.  Absolute phase noise measurements of the mode-
locked laser were taken at 1, 5, and 10 GHz, as well as for the RF frequency synthesizer which 
was used to mode--lock the laser at 1, 5, and 10 GHz.  

The first fiber under test was the HE 980, and for its concentration of Er it was found that 
a length of ~ 12.6 meters of fiber was optimal. The fundamental frequency was 8.68 MHz 
corresponding to a total cavity length of 23.04 m.  The average output optical power before the 
1x4 splitter was 28 mW at 10 GHz, corresponding to a peak pulse power of 137 mW, which was 
also typical of the entire mode-locked range of 1 to 25 GHz.  Assuming a Gaussian pulse shape, 
the full width half max (FWHM) pulse width ranged from 66.45 to 14.14 ps.  A plot of pulse 
width vs. mode-locking frequency is shown in Figure 5-5, and a typical optical pulse is shown 
later in this chapter.  Assuming a Gaussian pulse shape, the time bandwidth product (TBP) was 
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0.486 at 10 GHz as compared to the theoretical value of 0.4413, which indicates pulsed 
performance approaching the TBP product limit.  

Figure 5-5. Pulse widths of the EDFLs for the three fibers under test. 
 

The absolute phase noise of this laser at frequencies of 1, 5, and 10 GHz is shown in 
Figure 5-6.; this measurement method includes the noise contributed by the RF signal generator.  
The timing jitter calculated for the frequencies of 1, 5, and 10 GHz was, respectively, 17.11 ps, 
2.42 ps, and 0.28 ps over a frequency offset of 10 Hz to 10 MHz for the HE980 fiber.  The 
purpose of these measurements was to compare the performance of the different fiber laser 
media under operating conditions that were as similar as possible. 

Figure 5-6. Absolute phase noise of the EDFL with HE 980. 
                        

The second fiber investigated was the HG 980 with a higher concentration of Er-ions; 
only ~ 3.88 meters of this fiber was needed for the gain medium, which yielded a fundamental 
cavity frequency of 13.97 MHz corresponding to a cavity length of 14.32 meters.  The average 
output optical power before the 1x4 splitter was 14.44 mW at 10 GHz corresponding to a peak 
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pulse power of 81.6 mW.  Assuming a Gaussian pulse shape, the FWHM pulse widths of this 
laser ranged from 50.2 to 12.7 ps (see Figure 5-5), with a time bandwidth product of 0.495 at 10 
GHz.  The absolute phase noise plot is shown in Figure 5-7.  The timing jitter at the mode-
locking frequencies of 1, 5, and 10 GHz was calculated to be 5.28, 0.53, and 0.35 ps, 
respectively.   

Figure 5-7. Absolute phase noise of the EDFL with HG 980. 
 

The third medium tested was the HC fiber with approximately ten times the Er-ion 
concentration of the HE 980, so the optimum gain medium length was minimized at ~ 1.55 m. 
The fundamental cavity frequency for this was 16.68 MHz corresponding to a total cavity length 
of 11.99 m.  The average output optical power before the 1x4 splitter in this case was 18.3 mW 
at 10 GHz, which yielded 89.3 mW peak pulse power.  Again, an assumed Gaussian pulse shape 
with FWHM pulse widths ranging from 52.3 to 12.7 ps shown in Figure 5-5, indicated a time 
bandwidth product of 0.573 at 10 GHz.  The absolute phase noise is shown in Figure 5-8 for the 
frequencies of 1, 5, and 10 GHz, and the corresponding timing jitters were calculated as 4.44 ps, 
3.84 ps, and 0.62 ps, respectively.  
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Figure 5-8.  Absolute phase noise of the EDFL with HC. 
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To assess its contribution to the absolute phase noise measurement of the entire system, 
the signal generator alone was also measured, shown in Figure 5.9, so that its values could be 
subtracted for comparison purposes. Those results are indicated in summary in Table 5-2 by 
including jitter values for the HE980 laser before and after subtraction of the signal generator 
contribution.  Subsequent measurements also made use of the residual phase noise option which 
effects the subtraction directly in the course of the measurement. That method was used for the 
erbium waveguide laser (EDWL) discussed in Section 5C3, so a direct performance comparison 
with the best of the three EDFLs could be made. The conclusions drawn from that are given in 
the final section of this chapter. 

The noise spurs observed in the plots were removed from the calculated integration for 
the purposes of the performance comparisons, because the phase noise data acquisition at the 
time could not properly resolve narrow noise spikes, which yielded artificial contributions to the 
plot integration. Subsequent work in conjunction with Dr. Delfyett has clarified the issue more 
fully and established upper bounds to the actual contribution of noise spurs. Those were not 
essential to the purpose of the work described in this section, and the results summarized here 
met the accuracy required for the performance comparisons. 

Figure 5-9.  Absolute phase noise of the HP 83650 A. 
 

In each of these EDFLs the average output optical power was consistent over the entire 
mode-locking range of 1 to 25 GHz. Power fluctuations up to 1 mW were observed with changes 
in the polarization state of the laser. When mode-locked well, the FWHM spectral width 
remained within 0.2 to 0.35 nm.  A typical optical spectrum at a frequency of 10 GHz is shown 
in Figure 5-10; its relatively narrow spectral width is attributed to dispersion in the laser cavity. 
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Figure 5-10.  Typical optical spectrum of an EDFL at 10 GHz. 
 

The RF spectrum of the EDFL also remained relatively constant for all three fiber types.  
As the mode-locking frequency was increased, the output signal power decreased.  When the 
laser was optimally mode-locked, the side mode suppression ratio (SMSR) was greater than 50 
dB, and no other cavity harmonics were observable.  However, with this HC fiber it was more 
difficult to achieve complete suppression of the other cavity harmonics, particularly below 5 
GHz.  In those cases the SMSR was approximately 30 dB. A typical RF spectrum for the HC-
EDFL mode-locked at 10 GHz is shown in Figure 5-11. 

Figure 5-11.  SMSR in the RF spectrum of EDFL at 10 GHz using HC fiber was typically less than that for 
fibers with lower concentrations. 
 

The spectral shape of the pulse train output for all three Er-doped fibers was also similar 
from 1 to 25 GHz, but there were noticeable differences in the noise levels associated with those.  
The HC fiber produced a pulse train with greater amplitude and timing fluctuations than those 
for the HG980 and the HE980.  As the mode-locking frequency was increased to 25 GHz, the 
pulses from all three types of fiber became noisier, and the amplitude of the pulse train 
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decreased.  This was due to the modulator’s bandwidth limit of 20 GHz and losses were 
increased as mode-locking frequencies approached or surpassed the bandwidth limits.   

As expected, the pulse widths decreased as the mode-locking frequency increased, as 
shown in Figure 5-5.  The lowest concentration Er fiber, the HE 980, at 1 GHz had the highest 
initial pulse width, whereas the HG 980 and the HC started at about the same pulse width.  As 
the mode-locking frequency of the EDFL approached 25 GHz, the pulse widths of each laser 
converged to ~ 13 ps, which was likely limited by the dispersion remaining in the laser cavity. A 
typical pulse at 10 GHz as measured with an autocorrelator is shown in Figure 5-12, indicating a 
deconvolved pulse width was 22.4 ps. 

Figure 5-12. Typical auto-correlated pulse width of the EDFL at 10 GHz. 
 

All of the EDFLs that were compared in this experiment also produced similar temporal 
pulse shapes. The average output optical power was less in the higher concentration fibers, but 
this was largely due to Er-ion absorption from incomplete pumping.  The fibers’ lengths were 
optimized to minimize this effect, but with the higher Er-ion concentration, a small length of un-
pumped fiber induces a sharp increase in absorptive loss. Higher Er-ion concentration also 
decreased the stability as well as the ease of mode-locking, and the laser based on HC fiber 
required more cavity optimization to suppress other cavity harmonics. It also remained the most 
sensitive to changes in temperature, polarization or shock.  This observation was also supported 
by higher timing jitter seen in the HC fiber at higher mode-locking frequencies.  The time-
bandwidth product also increased with Er-ion concentration, which is also associated with 
decreased stability.  Despite increased instability with Er-ion concentration, mode-locking was 
nevertheless achieved with all three fibers over the range from 1 to 25 GHz.  

A performance comparison of the EDFL with the three different fibers, summarized in 
Table 5-2, shows that all of them produced approximately the same final pulse widths as the 
mode-locking frequency approached 25 GHz. The gain medium’s length was decreased as Er-ion 
concentration increased, thereby making the fundamental frequency higher.  Though only 1.55 m 
of fiber was needed in the HC-EDFL, this laser exhibited the highest timing jitter for frequencies 
of 5 GHz and above.  The large amount of up-conversion and spontaneous emission in this laser 
were likely responsible for the larger jitter.  The stability of these lasers remains a critical issue, 
particularly when output power in the tens of milliwatts and pulse widths in the single 
picosecond range performance must be maintained.  To address these issues, waveguide Er-
doped amplifiers have more recently emerged as an integrated alternative to the meters of fiber 
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in conventional EDFAs.  However, to offer a viable alternative gain medium, Er-doped 
waveguide lasers would have to exhibit at least the same stability as conventional EDFLs. 

 
Table 5-2. Summary of the performance characteristics of the EDFLs with each type of fiber. 

 
  

5.3.3 Harmonically Mode-Locked Erbium-Doped Waveguide Laser 
 

With recent advances in multi-component glass production, higher doping concentrations 
can be achieved than with simple silicate glasses. In particular, newly developed Er-doped multi-
component glass waveguide permits significant reduction to the overall footprint of the gain 
medium. SNDP constructed a novel harmonically mode-locked fiber ring laser using the Er-
doped multi-component glass waveguide from Inplane Photonics Inc. as the gain medium.  

The setup for the mode-locked waveguide laser is shown in Figure 5-13. A Corning 
Lasertron CLT3 980 nm laser diode with 200 mW of optical output power pumped the Er-doped 
glass waveguide through an integrated 980/1550 nm wavelength division multiplexer (WDM). 
The waveguide device had an active length of 25 cm, an Er concentration of 1x1020 Er-ions/cm3, 
and was pigtailed with singlemode fiber to allow efficient splicing into the ring cavity. The 
output of the waveguide was fused to an OFR IO-H-IR2 1550 nm isolator to ensure 
unidirectional propagation in the cavity. A 90/10 splitter served as the output of the cavity and 
provided enough feedback to compensate for cavity losses. An in-line Newport F-POL-IL 
polarization controller controlled the input polarization into the 20 GHz JDS Uniphase 10020465 
lithium niobate modulator, which provided the mode-locking mechanism. A JDS Fitel TB1500B 
tunable bandpass filter with a bandpass of 1.4 nm controlled the operating wavelength. The 
output of the filter was fused back into the 1550 nm leg of the integrated WDM to complete the 
ring cavity. Following the output coupler, a Pritel FA-15 Er-doped fiber amplifier amplified the 
output sent to a 1x3 optical splitter and diagnostic equipment. 

Performance Characteristics  EDFLs  

 HE980 HG980 HC 
Er-ion concentration 5.724/ m3 26.524 /m3 6024/ m3 
Length of Gain medium 
needed (m) 

12.6 3.88 1.55 

EDFL cavity fundamental 
frequency (MHz) 

8.68 13.97 16.68 

Average output power at 10 
GHz (mW) 

28 14.44 18.3 

Maximum FWHM pulse width 
(ps) 

66.45 50.2 52.3 

Minimum FWHM pulse width 
(ps) 

14.14 12.7 12.7 

Timing Jitter at  
1 GHz (ps) 
{signal generator  subtracted} 

17.11 
{1.25} 

5.28 4.44 

Timing Jitter at 
5 GHz (ps) 
{signal generator  subtracted} 

2.42  
{1.97} 

0.53   
 

3.84 
 

Timing Jitter at  
10 GHz (ps) 
{signal generator  subtracted} 

0.28 
{0.06} 

0.35 
  

0.62  
 

Time-bandwidth product at 10 
GHz 

.486 .495 .573 
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Figure 5-13. Schematic of the actively mode-locked EDWL. 
 
The average output optical power was measured using a Newport 1835 C power meter  

with an IR 818 detector. The optical spectrum of the laser was characterized using an Anritsu 
MS9701B optical unit with a MS9030A display unit set at a resolution of 0.1 nm. The pulse 
width was measured with an Inrad 5-14-LD autocorrelator. A high speed Discovery 
Semiconductor DSC30S detector with 22 GHz bandwidth was used to detect the signal sent to 
the HP E5504 phase noise measurement system, and a New Focus 1444 optical detector was 
used to detect one of the other outputs of the 1x3 optical splitter. The detected signal was split 
and sent to an Agilent E4448A RF spectrum analyzer, while the other portion was displayed in 
the form of output pulses on an HP 54750A oscilloscope with a 54752A 50 GHz module. The 
use of the RF spectrum analyzer in combination with the digital oscilloscope ensured that the 
laser was well mode-locked. The single sideband residual phase noise of the laser was measured 
with the previously mentioned HP phase noise measurement system. 
 The gain spectrum of the waveguide was measured using a New Focus 6200 tunable laser 
shown in Figure 5-14. The Er-doped glass waveguide used as the gain medium for this laser has 
a saturated output power of 10 dBm. A 90/10 output coupler was used in the cavity to provide 
enough feedback to the cavity to compensate for cavity losses. The laser had a fundamental 
frequency of 15 MHz with an average output power of ~ 250 µW which corresponded to peak 
pulse power of 1.14 mW at a 10 GHz mode-locking rate. The optical spectrum of the EDWL 
remained constant in shape as the laser was mode-locked from 1 to 20 GHz. When properly 
mode-locked, the full width half max (FWHM) spectral width ranged from 0.09 to 0.25 nm. At 3 
and 10 GHz the corresponding FWHM optical spectral widths were 0.096 and 0.228 nm, 
respectively. Assuming a Gaussian pulse shape, the FWHM of the pulses ranged from 160 ps at 
1 GHz to 9.9 ps at 20 GHz. A plot of pulse width as a function of mode-locking frequency, data 
taken from the digital oscilloscope up to 3 GHz and from the autocorrelator in the range of 3 
GHz to 20 GHz, is shown in Figure 5-15. Assuming a Gaussian pulse shape, the corresponding 
time bandwidth products were 0.503 and 0.523 at 3 and 10 GHz, respectively, as compared to the 
ideal value of 0.4413 indicating a small amount of dispersion in the cavity, which does not affect 
the primary performance parameters. 
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Figure 5-14. Gain spectrum of the Er-doped waveguide. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Figure 5-15. Pulse width vs. mode-locking frequency for the EDWL. 

 
The waveform shape and RF spectrum of the EDWL remained fairly consistent as the 

laser was mode-locked from 1 to 20 GHz. The level of noise on the waveform did increase 
slightly with increased mode-locking rate, but the noise did not compromise the shape of the 
pulses. As the mode-locking frequency was increased, the signal decreased in amplitude. This 
was most likely due to the increased loss of the lithium niobate modulator as the mode-locking 
frequency surpassed the 3 dB frequency cut-off at 16 GHz. When the laser was optimally mode-
locked, the harmonic suppression was greater than 50 dB. Typically, harmonic suppression 
within the laser was ~ 30 to 45 dB and is shown in Figure 5-16. The harmonic suppression, the 
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stability of the mode-locked pulse train, and the optical spectral width were useful indicators as 
to how well the laser was mode-locked. 

Figure 5-16. RF spectrum of the EDWL mode-locked at 3 GHz showing harmonic suppression of 
approximately 40 dB. 
 
The single side band residual phase noise of this laser at the frequencies of 3 and 10 GHz is 
shown in Figure 5-17. Residual phase noise measurements take into account the actual phase 
noise within the laser itself; any external sources that  contribute to the absolute phase noise, 
such as the frequency synthesizer, are calibrated out in this measurement. The timing jitter 
calculated for the frequencies of 3 and 10 GHz were 0.048 ps and 0.028 ps respectively, over a 
frequency offset of 10 Hz to 10 MHz. The large relaxation oscillation peak present in the 
residual phase noise plot for 3 GHz was due to the laser switching modes during the 
measurement. This peak contributed somewhat to the timing jitter calculated for 3 GHz, and was 
later reduced further by adding a piezo-electric (PZT) controller with a feedback loop to control 
the cavity length as it changes with temperature. A Fabry-Perot etalon suppresses any 
supermodes above the cavity fundamental and thereby also reduces timing jitter.  
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Figure 5-17. Single sideband residual phase noise for the EDWL mode-locked at 3 and 10 GHz. 
 

External cavity lasers were studied contractually and in-house because of their potential 
for low phase noise level; however, in general fiber lasers still have the lowest reported jitter(82). 
High concentration fiber was considered to reduce the cavity size, but it was also harder to 
mode-lock and had more noise. An Er-doped waveguide laser was mode-locked from 1 to 20 
GHz and had an output power of ~ 250 µW. This laser produced stable picosecond pulses with 
harmonic suppression on the order of 40 dB, and the very low timing jitter (mode-locked at 10 
GHz) was 28.3 fs over a frequency offset of 10 Hz to 10 MHz. It is shown in Table 5-2 that this 
exceeds the 60 fs timing jitter of the best in-house performing EDFL. The use of this low jitter 
laser as a sampling source in a photonic ADC system would provide a maximum theoretical 
resolution of 10.14 bits, which exceeded the performance of conventional electronic sampling. 
Both stability and timing jitter in an EDWL were superior to that of the doped erbium fiber lasers 
with higher up-conversion and ASE. The overall physical size of the EDWL also makes it much 
more practical for use on an air/space platform. 

Radiation effects on components and systems become important when they move from a 
lab bench and into field systems. SNDP investigated and reported these effects on lasers(83-86); 
however, laser stability was the focus of primary interest in this work. Low phase noise is a 
requirement that pertains not only to optical sampling, but also to many other applications such 
as optical arbitrary waveform generation.  
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Chapter 6. Discussion and Conclusions 
 
 

Analog-to-digital converters are critical components for developing the next generation 
of advanced digital receivers.  Wide bandwidth and high resolution ADCs would allow direct 
sampling of the sensor signal at RF frequencies, and eliminate the need for analog down 
conversion. The performance of photonic ADCs in terms of sampling speed and resolution could 
far surpass that of any state-of-the-art electronic ADCs; however significantly more research 
effort is required before a fully functional prototype system can be realized. SNDP examined 
some of the proposed photonic ADC systems and determined that they were largely impractical. 
Using the perspective acquired from that experience a system was designed that would address 
particular Air Force platform requirements for system integration and low power consumption. 
The proposed photonic ADC required three component sub systems to be concurrently 
developed and tailored: ML laser sources, EAM encoders, and quantizers based on optical SA 
technology. Each offered potential performance enhancement to exceed that of electronic 
systems, but also entailed challenging problems for practical realization. These subsystems and 
their possibilities for further development are summarized. 

 
6.1 Discussion 

 
An inherent drawback to some photonic approaches is the fact that alignment can require 

precise positioning and orientation to remain stable for long time intervals. “Pigtailing” a fiber to 
a laser for example, is considerably more difficult, and costly, than bonding wire to a chip(87). 
However, with proper engineering and design certain optical systems can be integrated to the 
extent that alignment is not an issue, and the systems also become more compact and robust. It is 
for this reason the ADC system and its components were designed with that perspective from 
inception throughout the process. At the integrated stage other factors such as signal cross-talk at 
the device level can take on more importance. 

The temperature and heating fluctuations that pose challenges to photonic-based systems 
can be categorized as ambient or localized effects. The ambient temperature changes affect 
temperature dependent parameters such as absorption coefficient, band edge, and active device 
dimensions. Use of thermo-electric controllers (TEC) with feedback could be successfully 
applied to both the EAM and SA devices to compensate for their internal heat generation. The 
localized thermal effects, also referred to as point source heating are much more difficult to 
control. The heating effects(88) in the EAMs and the SAs and the resulting band edge shifts can 
be large enough for the degradation to render them inoperable. Excess heating can breakdown 
the electronic circuitry when excess current is generated by the incident light. Even a non-
catastrophic build up of carriers screens the bias applied and raises the effective value of Vπ. A 
higher Vπ is problematic for the system: high rate voltage change at modulator electrodes 
increases the slew rate requiring LNAs with very high gain, bandwidth and linearity, and thereby 
transfers difficulties to another part of the system.  

For the saturable absorber, any temperature shift of band edge can require a change of 
threshold in the detector/comparator optoelectronic portion of the quantizer. Since the absorbers 
are passive, electronic circuitry breakdown is not a concern, and intensities exceeding a GW/cm2 
in 120 fs pulses did not prevent operation. Although these effects cannot be eliminated, they are 
mitigated by sufficiently reducing the incident optical power or the operating EAM voltage.   
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The operational key to the ADC operation, the all optical quantizer, entailed limitations. 
One advantage of optical sampling is that the signal can be sampled in real time by the 
modulator, and not by electronic means. In principle the use of optical pulses for the sampling 
could allow elimination of the “sample and hold” function, but in practice photonic ADC 
development must be realized in stages, which require the optical “sample and hold” detailed in 
section 3C2. If the saturable absorber transfer function were “ideal”, (0 to 100% transmission 
over a narrow range of input power), then the optics adds effective “gain” to the electrical 
comparator function.  Larger gain lowers effective aperture uncertainty, reducing the chance that 
the comparator makes a wrong decision (1 vs. 0).  But, if the transfer functions are “soft” as 
discussed in Chapter 3 with slow variance in transmission from ~ 30% to ~ 40% for a wide range 
of input power, then the input optics “reduce” the comparator gain below what could have been 
achieved by the electrical ADC alone.  

The multi-path or parallel flash nature of this ADC architecture posed another challenge.  
As in electronic flash ADCs, 2N-1 channels are required, where N is the stated resolution.  Flash 
architectures require a large number of channels to achieve even a moderate resolution, and the 
ultimate bandwidth of the ADC system may be limited by the electronics following the optical 
detectors. For example, if the optical sampling pulses are narrow with insufficient energy, then 
the electronic comparators will not function properly, and speed is sacrificed in compensating for 
this with electronics. Alternatively, for a given number of bits and for given losses, shot noise 
limits the maximum bandwidth. In practice a quantizer-SA based system could be limited to a 
small number of bits such as 4 to 7. In that case the bandwidth would need to be high enough (> 
10 GHz at 7-8 bits) to be of practical interest and also exceed electronic capabilities. For the case 
of N effective bits, and to overcome shot noise and quantize the amplitude of the optical pulses, 
there must be at least 2N photons present at the input of the optical splitter, beyond losses due to 
splitting, SAs, and limited photodiode efficiency. With splitter losses proportional to the number 
of branches (2N -1), the optical power requirement is high and increases rapidly with N.  This 
poses problems for switching at the high clock speeds of interest. The fabrication of the splitters 
and SAs for approximately 100 branches (for ~ 7 bits) is not straightforward when uniformity 
and precise control of the absorber saturation points must be maintained. Related waveguide 
splitting has achieved that magnitude, 1x128,(89) but not yet with modulation capability 
incorporated. 

 
6.2 Implications   

The saturable absorber design in this system posed a particularly difficult problem in that 
the “slope” response of the present state-of-the art was not sufficient for the desired quantizer 
performance. A solution was to incorporate a bistable waveguide saturable absorber etalon to 
enhance high contrast ultra-fast switching required for the analog data acquisition. The 
preliminary test results in conjunction with Sarnoff Corp. confirmed that the approach was 
promising and that the slope enhancement of more than an order of magnitude would have 
supported the ~ 7 bit number. The work required to tailor the sensitive control of the devices 
could not be completed during the project, but the test results obtained during that process 
contributed significantly to the development of both SA and MQW-EAMs. 

The semi-conductor modulator used to encode the analog signals provided the most 
suitable choice in terms of extremely compact size, simplicity of fabrication, and most critically, 
full integration compatibility with waveguide and diode based devices. The prototypes provided 
in the course of the work by Professor Yu’s UCSD group demonstrated an improvement of 
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nearly 20 dB/Hz2/3 over the state-of-the-art at the time the program was initiated. The SFDR of  
> 110 dB/Hz2/3 for broadband use demonstrated the linearity needed for most of the ADC 
dynamic range requirements. That development work is continued by SNDP and will result in 
fully packaged devices to be tested in working analog links.  
          Er-doped waveguide lasers and external cavity mode-locked semiconductor lasers were 
thoroughly investigated for use as the ADC source; their temporal resolution and stability were 
the key performance characteristics which ultimately dictated their selection. The latter of these 
two systems (developed at UCF) demonstrated high temporal stability, while the EDWL system 
developed by SNDP approached that performance in a configuration that eliminated free-space 
optics entirely from the laser cavity. Its final short term temporal stability would have sustained 
the desired ~ 7 bits/10 GHz goal, but design changes were required to make the system more 
stable long term, and eliminate adjustment or calibration during operation. The EDWL had a 
very compact gain medium and all of its components were either integrated or in optical fiber. In 
its final assembled form such a system would be suitable to meet the size constraints but would 
need further packaging to adequately assess the environmental robustness. The latter tests would 
have to be pursued in future work, and some component modifications could still be required. 
The remarkable progress toward ultra low phase noise and temporal stability applies not only to 
the sampling applications discussed here, but also to ultra-precision optical frequency comb and 
arbitrary waveform generation.  
            It is clear that the ADC system entails the functional integration of the SA, EAM, and 
ML laser subsystems. Central to the operation is the photonic quantizer, which was initially 
based on SA devices and subsequently changed to bistable waveguide SA versions. From the 
observed and projected performance of the components, it can be concluded that the EDWL and 
EAM devices reached a stage which would permit at least a prototype’s short term performance 
to exceed that of electronics. The other key component, the SA etalon, did not reach that stage so 
no prototype was possible. However, later observations demonstrated the required nonlinear 
bistability with a suitable slope response in a waveguide configuration, although they could not 
be investigated in depth before the project work was completed. If future work were to be 
pursued in this field, control of such bistable devices would provide a productive starting point. 
It is clear that although the completion of this project did not yield the ultimate goal of a working 
ADC prototype, the progress in the sub-system component development contributed to and 
advanced the state-of-the-art in several critical areas. These included EAM, SA and low noise 
ML lasers, all of which have many potential applications to AF needs. 
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Appendix A-HP 4155 Semiconductor Parameter Analyzer DC Measurements 
 
GetVFdata2traces.vi 

This virtual instrument (VI) is an example of how HP415xA subVIs can be used 
programmatically for a SWEEP mode operation. 

It will initialize and close the instrument and driver.  
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Front Panel 
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Block Diagram 
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Appendix B: De-embedding S-Parameters for Microwave Probe 
 
% load measured S11 (as G1, G2, G3) of combined probe and calibration 
standards 
 
clear 
format short e 
 
prompt={'S11 file for open:','S11 file for short:','S11 file for load:'}; 
default={'openprobe.dat','shortprobe.dat','loadprobe.dat'};  
%default names -so if you save your data files with% 
%these names they read in automatically.% 
%Otherwise type in the names when prompted% 
 
title='Input data files';                                    
lineNo=1;                                                   
files=inputdlg(prompt,title,lineNo,default); 
 
fid=fopen(char(files(1)),'rt'); 
x=fscanf(fid,'%15f'); 
N=length(x)/3; 
fclose(fid); 
 
fid=fopen(char(files(1)),'rt'); 
open=fscanf(fid,'%15f',[3,N]);  
fclose(fid); 
fid=fopen(char(files(2)),'rt'); 
short=fscanf(fid,'%15f',[3,N]);  
fclose(fid); 
fid=fopen(char(files(3)),'rt'); 
load=fscanf(fid,'%15f',[3,N]) 
 
fclose(fid); 
 
G1=10.^(open(2,1:N)/20).*exp(i*open(3,1:N)*pi/180); %converts to magnitude 
file from VNA dB and phase format% 
G2=10.^(short(2,1:N)/20).*exp(i*short(3,1:N)*pi/180); 
G3=10.^(load(2,1:N)/20).*exp(i*load(3,1:N)*pi/180); 
 
% Calculate reflection coefficients (g1, g2, g3) of calibration standards 
 
f=load(1,1:N);  % frequency in GHz 
w=2*pi*f; 
Copen=-8.9;    % open capacitance in fF 
Lshort=0;   % short inductance in pH 
Lload=-5.4;   % load inductance in pH 
% Cload=?;   % load capacitance in fF 
Z1=1./(i*w*Copen*10^(-15)); 
Z2=i*w*Lshort*10^(-12); 
Z3=50+i*w*Lload*10^(-12); 
%Z3=50./(1+i*w*Cload*10^(-6)); 
g1=(Z1-50)./(Z1+50); 
g2=(Z2-50)./(Z2+50); 
g3=(Z3-50)./(Z3+50); 
 
% calculate two-port S-parameters for probe 
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G12=G1-G2; 
G23=G2-G3; 
G31=G3-G1; 
g12=g1.*g2; 
g23=g2.*g3; 
g31=g3.*g1; 
 
A=g12.*G12+g23.*G23+g31.*G31; 
B=g1.*G23+g2.*G31+g3.*G12; 
C=G1.*g23.*G23+G2.*g31.*G31+G3.*g12.*G12; 
 
S11p=C./A; 
S22p=-B./A; 
S21p=sqrt((G1-S11p).*(1-g1.*S22p)./g1); 
 
% plot results 
 
plot(f, 20*log10(abs(S11p))) 
ylabel('S11 (dB)') 
xlabel('Frequency (GHz)') 
 
figure 
plot(f, 20*log10(abs(S21p))) 
ylabel('S21 (dB)') 
xlabel('Frequency (GHz)') 
 
figure 
plot(f, 20*log10(abs(S22p))) 
ylabel('S22 (dB)') 
xlabel('Frequency (GHz)') 
 
% write S-parameters into files 
 
output1=[f;20*log10(abs(S11p));angle(S11p)*180/pi]; 
output2=[f;20*log10(abs(S21p));angle(S21p)*180/pi]; 
output3=[f;20*log10(abs(S22p));angle(S22p)*180/pi]; 
 
prompt={'File name for probe S11:','File name for probe S21:','File name for 
probe S22:'}; 
default={'S11p.dat','S21p.dat','S22p.dat'}; 
title='output file names'; 
lineNo=1; 
output_files=inputdlg(prompt,title,lineNo,default); 
fopen(char(output_files(1)),'wt'); 
fprintf(fid,'%13f   %13f   %13f\n',output1); 
fclose(fid); 
fopen(char(output_files(2)),'wt'); 
fprintf(fid,'%13f   %13f   %13f\n',output2); 
fclose(fid); 
fopen(char(output_files(3)),'wt'); 
fprintf(fid,'%13f   %13f   %13f\n',output3); 
fclose(fid); 
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Appendix C: De-embedding Frequency Response for Modulator 
 
% load calibration data and measured link S21 and S11 
 
clear 
format short e 
 
prompt={'Measured link S11 file:','Measured link S21 file:','Detector data 
file:',... 
      'Probe S21 data file:','Probe S11 data file:','Probe S22 data file:'}; 
default={'c48VNAs11801.dat','c48VNAs21801.dat','dummydet.dat','S21p801.dat',.
.. 
        'S11p801.dat','S22p801.dat'}; 
title='Input data files'; 
lineNo=1; 
files=inputdlg(prompt,title,lineNo,default); 
 
fid=fopen(char(files(1)),'rt'); 
x=fscanf(fid,'%15f'); 
fclose(fid); 
N=length(x)/3 
 
fid=fopen(char(files(1)),'rt'); 
s11l=fscanf(fid,'%f',[3,N]); 
fclose(fid); 
fid=fopen(char(files(2)),'rt'); 
s21l=fscanf(fid,'%15f',[3,N]); 
fclose(fid); 
fid=fopen(char(files(3)),'rt'); 
det=fscanf(fid,'%15f',[3,N]); 
fclose(fid); 
fid=fopen(char(files(4)),'rt'); 
s21p=fscanf(fid,'%15f',[3,N]); 
fclose(fid); 
fid=fopen(char(files(5)),'rt'); 
s11p=fscanf(fid,'%15f',[3,N]); 
fclose(fid); 
fid=fopen(char(files(6)),'rt'); 
s22p=fscanf(fid,'%15f',[3,N]); 
fclose(fid); 
 
S11p=10.^(s11p(2,1:N)/20).*exp(i*s11p(3,1:N)*pi/180); %files read in from 
output of OurCaliProb 
S22p=10.^(s22p(2,1:N)/20).*exp(i*s22p(3,1:N)*pi/180); 
S21p=10.^(s21p(2,1:N)/20).*exp(i*s21p(3,1:N)*pi/180); 
%Det=10.^(det(2,1:N)/20); %don't need to use if use the Lightwave. Only use 
if have an external detector.                             
S21VNA=10.^(s21l(2,1:N)/20).*exp(i*s21l(3,1:N)*pi/180);  
S11VNA=10.^(s11l(2,1:N)/20).*exp(i*s11l(3,1:N)*pi/180);  
 
% calculate frequency response for modulator 
 
X=S21p.^2+(S11VNA-S11p).*S22p; 
S21m=(S21VNA.*S21p)./(X); 
%S21m=(S21VNA.*S21p)./(X.*Det); Don't need this if use the lightwave 
S11m=(S11VNA-S11p)./X; 
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% plot results 
 
%polar(angle(S11m), abs(S11m)) 
 
figure 
f=s11p(1,1:N);  % frequency in GHz 
plot(f, 20*log10(abs(S11m))) 
ylabel('S11m (dB)') 
xlabel('Frequency (GHz)') 
 
figure 
plot(f, 20*log10(abs(S21m))) 
ylabel('S21m (dB)') 
xlabel('Frequency (GHz)') 
 
 
% write S-parameters into files 
 
output1=[f;20*log10(abs(S11m));angle(S11m)*180/pi]; 
output2=[f;20*log10(abs(S21m))]; 
 
prompt={'File name for modulator S11:','File name for modulator S21:'}; 
default={'\\E016ya080018\PCUsers\PhotonicADC\EA 
Modulator\S11_mod.dat','\\E016ya080018\PCUsers\PhotonicADC\EA 
Modulator\S21_mod.dat'}; 
title='output data files'; 
lineNo=1; 
output_files=inputdlg(prompt,title,lineNo,default); 
 
fopen(char(output_files(1)),'wt'); 
fprintf(fid,'%13f   %13f   %13f\n',output1); 
fclose(fid); 
fopen(char(output_files(2)),'wt'); 
fprintf(fid,'%13f   %13f\n',output2); 
fclose(fid); 
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Appendix D: IM3 Controlled Experiment 
IM-3rdOrder_HP8673E_E4448A.vi 

Front Panel 
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Block Diagram 
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